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Airwell makes life easier  
with dedicated services

Professionnals

Consumers

INTERNET WEBSITE

Order easier online
n www.airwell-pro.com

TECHNICAL DOCUMENTATION

Find here all the documentation you need
n http://lh.airwell-res.com/

TRAININGS

n www.airwell-academy.fr
e-mail n airwell-academy@airwell-res.com

PROJECTS SERVICE

tel n +33 (0)1 76 21 82 82

INTERNET WEBSITE

n www.airwell-res.com

SELECTION ASSISTANT

n  3D designer:  
Simulate in 3D your air conditioning from home

n White paper

AFTER-SALES SERVICE

tel n +33 (0)1 76 21 82 95
From Monday to Friday, from 9 am to 12:30 pm and from 2 to 5pm

n Parts orders: sp@airwell-res.com
n Technical support: sav@airwell-res.com
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An international sales network

The expertise of a french brand

n www.airwell-academy.fr
e-mail n airwell-academy@airwell-res.com

HEADQUARTERS

3, avenue du Centre 
Les Quadrants - Bâtiment A
78280 Guyancourt - FRANCE

CE
RT

IFI
ED BY CERTITA

APPLICATION
30/35

www.marque-nf.com

OUR PARTNERS OUR CERTIFICATIONS

Find our partners on www.airwell-pro.com

GENERAL CONTACT

tel n +33 (0)1 76 21 82 00
e-mail n contact@airwell-res.com
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Just feel wellHistory

Your french expert 
   FOR MORE THAN 70 YEARS

1947 Start of the Airwell history

1950 Mass production of the first window unit

1970 Development of « Split » units

1982 Airwell, first maker in Europe to produce high wall units

2013 Launch of “Zero Default objective”

2014 Inauguration of training centers

2015 Start of the ENR project

2017  70 years and in the era of 3.0, 
Airwell is “BIM Ready”

2018  Development in Middle East  
and Latin America

2019  Launch of the Airwell 
Connect project
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your expert...

Airwell makes every effort to make 
life easier for its customers. 

From the selection of the solution 
to the maintenance, through 
training, Airwell accompanies you 
in all stages of your air conditioning 
and heating project.

TRADE

CERTIFICATIONS
Airwell is recognized for its reliability, certified 
ISO 9001- 2015, at the level of marketing, after-
sales service and training.

ISO 9001 - 2015 is a standard that establishes 
the requirements for a quality management 
system. It guarantees high efficiency and ove-
rall satisfaction of our customers.

SU
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ORT SALES

TRAIN
IN

G

A
F
T
E

R
-SALES SERVICE

CUSTOMER 
SATISFACTION
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Airwell is at your disposal to assist you in the realization of your projects (residential, hotels, 
businesses, industrial...).

Upstream, the Pre-Sales department studies your projects, recommending the best technical 
solutions.

With the help of the selection software, the Pre-Sales team assists you in the design of 
residential and light commercial air conditioning systems.

PRE-SALES

AIRWELL ACADEMY

PRODUCT TRAINING

JOB TRAINING

SKILLS TRAINING

For more details on trainings:
www.airwell-academy.fr

CUSTOMER  
NEED

ACCOMPANYING 
THERMAL STUDY

PRODUCT 
SELECTION

CUSTOMER 
SATISFACTIONQUOTATION
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your expert...

The French expert has an 
international network of partners 
(distributors, installers...).

Together, you build a lasting 
relationship: pre-sales advice, 
product availability, technical sales 
support... 

Partnership is an integral part of 
Airwell’s DNA.

CUSTOMERS

•   Specialized technicians.

•   Direct contact by phone and on site if necessary for 
VIP customers.

•   Training on all products.

•   Commissioning by a Technical Station Approved by 
Airwell (TSA).

•   Quick and effective answers delivered by our experts.

•   High availability.

•   A multilingual center.

•   Professionals trained continuously.

•   A customer and service approach first!

•   Listening and assistance until the complete customer 
satisfaction.

TECHNICAL SUPPORT

LOCAL AND REMOTE TECHNICAL SUPPORT

CALL CENTER

+33 (0)1 76 21 82 95 
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Online order:

Airwell offers its referenced customers to order their 
products online via the website: www.airwell-pro.com

Documentation library:

http://lh.airwell-res.com

Airwell is “BIM Ready”!

In partnership with , Airwell announces its 
launch in BIM (Building Information Modeling) and offers its 
tertiary and commercial air conditioning (VRF) range in BIM 
format broadcast on the  library.

This allows REVIT® users to integrate Airwell content for all 
their building projects, made in the 3D digital world. 

Airwell Academy offers dedicated BIM training, including an 
introduction to the features of REVIT®, as well as drawings of 
heating/cooling networks.

www.mepcontent.com

n  From Monday to Friday,  
from 9 am to 12:30 pm and from 2 to 5pm

DEDICATED TOOLS

SPARE PARTS

INTERNET WEBSITE

BIM

I N  R E A L - T I M

E

online
order

STOCK

FOR PRODUCTS UNDER AIWELL SUPPORT

sp@airwell-res.com
+33 (0)9 70 75 36 22
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your expert...
RANGE

CERTIFICATIONS
Airwell participates in the Eurovent certification program.

Eurovent certification confirmes the performance of its 
air conditioning products (splits and multisplits with at 
least two indoor units), in accordance with european and 
international standards. This common platform for all 
manufacturers improves the integrity and accuracy of the 
industry’s performance.

The performance of Airwell products 
meets EN-14825 (seasonal energy 
standard). Airwell’s production sites are 
ISO 9001 and ISO 14001 certified and by 
most recognized certification bodies.

With a failure rate of less than 
0.04%, Airwell is committed to 
providing reliable products. 

Thanks to a wide range of products, 
Airwell brings you particularly 
flexible, efficient and competitive 
answers, adapted to the specific 
characteristics of your markets.

PRODUCTS
INDIVIDUAL RESIDENTIAL

COLLECTIVE RESIDENTIAL

SHOPS

PUBLIC BUILDING

INDUSTRY

See Airwell products certified Eurovent on the site: 
www.eurovent-certification.com
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RANGE

FOCUS ON...

ENVIRONMENTAL APPROACH
Airwell is part of an eco-environmental approach, which includes the analysis of the life cycle of its products with 
the development of a Product Environmental Profile (PEP). 

Airwell offers a range of R32 refrigerant products with low environmental impact.

This fluid offers better performance for less pollution (low Global Warming Potential).

NOT  
VALUED

M
A
N
U
FA

CTURING
TRANSP

O
R

T

USAGE

R
E
C

YC
LING

Lifecycle

RAW 
MATERIAL  
& ENERGY

AIRTELECOM REDUNDANCY SOLUTION

•  Securing a room sensitive to temperature maintenance, by 
installing two air conditioners jointly regulated.

•  Automatic switching of the air conditioner operation in case 
of failure of one of them.

•  Predictive maintenance: history of defect reporting on a 
central and online display.

More details on p. 34

GOLDEN FINS

Central display  
+ one gateway

Indoor unit 1 Indoor unit 2

T O TA L  S E C U R I T
Y

24 hours/24

•  Longer product lifetime: golden fins exchanger  
and anti-corrosion treatment on PCB.

More details on p. 18
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European range

HDH
HIGH WALL MONOSPLIT & 
MULTISPLIT

 from 2.69 to 7.32 kW
  from 2.93 to 7.61 kW.

HKD
HIGH WALL MONOSPLIT & 
MULTISPLIT

 from 2.64 to 7.03 kW.
  from 2.93 to 7.33 kW.

HKD
HIGH WALL MONOSPLIT & 
MULTISPLIT

 from 2.65 to 6.8 kW. 
  from 2.7 to 7.3 kW. 

XDM
CONSOLE DUAL FLOW  
MONOSPLIT & MULTISPLIT

 from 3.5 to 4.82 kW.
  from 3.8 to 4.98 kW.

DDT
DUCTED MEDIUM STATIC 
PRESSURE MONOSPLIT & MULTISPLIT

 from 3.52 to 15.24 kW.
  from 4.10 to 18.17 kW.

FDM
FLOOR CEILING MONOSPLIT

 from 5.28 to 15.83 kW.
  from 5.57 to 18.17 kW.

CDM
CASSETTE MONOSPLIT & 
MULTISPLIT

 from 2.6 to 14 kW. 
  from 2.9 to 16.1 kW. 

DLSE+VAV

DUCTED MEDIUM STATIC  
PRESSURE MONOSPLIT

 from 5 to 12.5 kW. 
  from 5.6 to 14 kW. 

YDZC
RESIDENTIAL MULTISPLIT  
DUO/TRIO/QUATTRO/CINCO

 from 5.28 to 12.31 kW.
  from 5.57 to 12.31 kW.

YCZ
RESIDENTIAL MULTISPLIT  
DUO/TRIO/QUATTRO/CINCO

 from 5.2 to 12.3 kW.
  from 5.5 to 12.3 kW.

MFH
ON/OFF PORTABLE

 2.93 et 3.52 kW.

RESIDENTIAL - AIR/AIR APPLICATION

TERTIARY APPLICATION

TWIN SYSTEM
CASSETTE AND DUCTED

 from 10.55 to 14 kW. 
  from 11.14 to 16.1 kW.

DC Inverter  
technology A++

 Cooling capacities 
  Heating capacities
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SDM
FLOOR STANDING

 12.5 kW. 
  13 kW. 

X AC VERTICAL AIR CABINET
  from 12.3 to 55 kW. 

MINI FLOWLOGIC II
2-PIPES FRONT DISCHARGE

  from 8 to 33.5 kW.
  from 9.5 to 37.5 kW.

FLOWLOGIC III
2-PIPES TOP DISCHARGE

  from 28 to 204 kW.
  from 31.5 to 219 kW.

FLOWLOGIC II HR
3-PIPES

  from 28 to 135 kW.
  from 31.5 to 150 kW.

FWDB 
FLOOR CEILING MONOSPLIT for 
low temperature rooms

 5.1 and 6.8 kW. 
  5.6 and 7.5 kW.

X WC VERTICAL WATER CABINET
 from 8 to 45.7 kW. 

WFD
WINDOW

  2.75 and 3.7 kW. GCAO
ON-OFF WATER SOURCE

 from 2.70 to 6.37 kW. 

XDO
WATER CONSOLE

 from 2.5 to 3.5 kW.

UNIQUE APPLICATION

INDUSTRIAL APPLICATION

TERTIARY / SHOPPING CENTRE APPLICATION

WITHOUT OUTDOOR 
UNIT APPLICATION

All VRF range compatible with indoor units:
High wall, cassette 600x600 and 900x900, floor ceiling, ducted medium and high static pressure, console.

Available in 
tropicalized 

version
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Fixed Speed
Cooling & heating

qqHigh wall with digital display (mode, temperature...).
qqComfort all year round for heating and cooling.
qqPhotocatalytic antibacterial filter.
qqLow electrical consumption.
qqSpecial design for extreme cold and hot climates (oversized condenser).
qqResistant to electrical fluctuations.
qqAll electrical protection included.
qqAnti-corrosion treatment that increases the life of the unit.
qqTechnician mode via RC08C remote controller: parameter display system 
(temperature sensors, compressor...).
qqAdministrator mode via RC08C remote controller: lock mode (heating/
cooling), compensation temperatures, temperature limit values.

HHF
ON/OFF HIGH WALL

+ PRODUCTS
• Wide angle air distribution for 

excellent comfort.
• Self diagnostic by digital failure 

code indication.
• Golden fins

RC08C 
(included)

RCW8
(optional)

FEATURES

TECHNOLOGY:

R410A FLUID GOLDEN FINS
TREATMENT

AIR QUALITY / CLEAN:

NANO 
PHOTOCATALYTIC 

FILTER

AUTO CLEAN/DRY

AUTO

USER FUNCTIONS:

I FEEL NIGHT MODE REFRIGERANT 
LEAKAGE DETECT

PROGRAMMABLE  
TIMER

24 H

RESTART

AUTO RESTART 
(MEMORY)

REMOTE CONTROL 
LOCK

WIFI

INSTALLER FUNCTIONS:

ERROR CODE VIA 
INDOOR UNIT

SELF DIAGNOSTIC LEFT/RIGHT  DRAIN 
CONNECTION

TECHNICIAN TEST 
MODE

TEST
MODE

2019

OPTIONS
Accessory Part number Photo Function

Air Net WiFi 
Module 7ACEL1744

Control air conditioners with your mobile phone, 
tablet or computer with wireless router and 
internet.

Tested up to 55°C 
ambient temperature.

Golden fins: anti-corrosion protection on the exchanger
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HHF TECHNICAL DATA
Indoor unit AWSI-HHF009-N11 AWSI-HHF012-N11 AWSI-HHF018-N11 AWSI-HHF024-N11

Outdoor unit AWAU-YGF009-H11 AWAU-YGF012-H11 AWAU-YGF018-H11 AWAU-YGF024-H11

Phase Single phase Single phase Single phase Single phase

COOLING

Rated power kW 2.67 3.6 5.14 6.50

Rated power input W 0.82 1.10 1.60 2.03

EER/Energy label 3.31/A 3.21/A 3.21/A 3.21/A

Operating limits °C 18°/55° Dry Bulb*

HEATING

Rated power kW 2.70 3.72 5.25 6.99 

Rated power input kW 0.75 1.02 1.46 2.00 

COP/Energy label 3.61/A 3.61/A 3.61/A 3.51/B

Operating limits °C -7°/24° Dry Bulb

INDOOR UNIT

Sound pressure level to 1 m (LS/MS/HS) dB(A) 32/42/43 31/35/42 34/39/45 39/44/48

Dehumidification l/h 0.9 1.2 1.7 2.2

Airflow (LS/MS/HS) m³/h 311/392/450 324/401/506 556/685/850 730/890/1000

Dimensions (WxHxD) mm 715x194x285 805x194x285 957x213x302 1040x220x327

Weight kg 8 8 11 13 

Part number 7SP023146 7SP023147 7SP023148 7SP023149

OUTDOOR UNIT

Sound pressure level to 1 m dB(A) 57 56 62 62

Airflow m³/h 2040 2050 2009 2635

Compressor type Rotary Rotary Rotary Rotary

Dimensions (WxHxD) mm 700x275x550 770x300x555 770x300x555 845x363x702

Weight kg 27 32 38 54 

Part number 7SP063057 7SP063058 7SP063059 7SP063060

POWER SUPPLY

Phase/Tension/Frequency 1P/230V/50Hz 1P/230V/50Hz 1P/230V/50Hz 1P/230V/50Hz

Power supply side Indoor Indoor Indoor Outdoor

Power cable section mm² 3x1.5 3x1.5 3x1.5 3x2.5

Fuse rating am (D curve) A 10 10 16 25

Electrical connections mm² 5x1.5 5x1.5 5x1.5 4x1.5

PIPE LINE

Suction pipe diameter inches 3/8” 1/2” 1/2” 5/8”

Liquid pipe diameter inches 1/4” 1/4” 1/4” 3/8”

Max. length m 25 20 20 25

Max. height m 10 8 8 10

Refrigerant / GWP g R410A / 2088 R410A / 2088 R410A / 2088 R410A / 2088

Refrigerant charge kg 0.64 0.76 1.2 2.1

Charge (>5 m) g 15 15 15 30

* Size 9: operation until 50°C.

COMBINATIONS
Indoor unit Compatible with outdoor unit

High wall Monosplit

HHF 9 to 24
YGF
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HDT T3
DC INVERTER HIGH WALL 

DC Inverter
Cooling and Heating

qqPremium energy efficient product.
qqCooling and heating mode.
qqSmart Airwell, WiFi integrated.
qqSuper quiet.
qqHealthy air: bio filter.
qqTechnician mode via RCC remote controller: parameter display system 
(temperature sensors, compressor...).
qqAdministrator mode via RC08C remote controller: lock mode (heating/
cooling), compensation temperatures, temperature limit values.

+ PRODUCTS
• Golden fins.
• Intelligent unit.
• 12 grades indoor fan speed.

RCW22
(optional)

RC08C 
(included)

FEATURES
TECHNOLOGY:

DC INVERTER R410A FLUID 4D AIRFLOW GOLDEN FIN
TREATMENT

AIR QUALITY/CLEAN:

NANO 
PHOTOCATALYTIC 

FILTER

AIR FILTER AUTO CLEAN/DRY

AUTO

USER FUNCTIONS:

I FEEL NIGHT MODE SUPER QUIET REFRIGERANT 
LEAKAGE DETECT

PROGRAMMABLE  
TIMER

24 H
RESTART

AUTO RESTART 
(MEMORY)

REMOTE CONTROL 
LOCK

WIFI

INSTALLER FUNCTIONS:

ERROR CODE VIA 
INDOOR UNIT

SELF DIAGNOSTIC LEFT/RIGHT  DRAIN 
CONNEXION

HEATING  
ONLY MODE

TECHNICIAN TEST 
MODE

TEST
MODE

DRY CONTACT  
ON/OFF

SERVICE MONITOR  
TOOL

Tested up to 67°C 
ambient temperature

Longer product lifetime: golden fins exchanger  
and anti-corrosion treatment on PCB.

OPTIONS
Accessory Part number Photo Function

Wired single control RCW22 7ACEL1778 Weekly timer, mode, fan speed, timer On/Off, 
“I Feel” function, temperature.

Dry contact On/Off 7ACEL1788 External control of air conditioner.

Test tool for high wall 7ACEL1710 Easy viewing of system parameters, failure 
records and parameter adjustments.

Water pump FlowatchDesign 7ACTL0518 Evacuate condensates from indoor units.
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HDT TECHNICAL DATA
Indoor units AW-HDT012-N15 AW-HDT018-N15 AW-HDT022-N15 AW-HDT027-N15

Outdoor units AW-YHDT012-H15 AW-YHDT018-H15 AW-YHDT022-H15 AW-YHDT027-H15

Phase Single phase Single phase Single phase Single phase

COOLING

Capacity                     Tons 1.0 1.5 2.0 2.5

Power input W 890 1272 1553 2139

EER (T1) W/W 3.93 3.81 3.40 3.64

EER (T3) W/W 2.83 2.88 2.81 2.61

HEATING

Capacity                     W 3576 5393 7620 8300

Power input W 970 1410 2150 2100

COP 3.686 3.825 3.544 3.95 

INDOOR UNIT

Air flow (Turbo/HS/MS/LS) m³/h 680/605/480/390 1250/1190/910/850 1250/1150/920/810 1420/1300/1110/980

Noise level (Turbo/HS/MS/LS/Breeze) dB(A) 42/42/37/33/25 50/49/42/41/32 52/50/45/43/37 51/50/46/43/38

Design pressure MPa 4.8/1.5 4.8/1.5 4.8/1.5 4.8/1.5

Dimension (WxDxH) mm 802x189x297 1080x226x335 1080x226x335 1259x282x362

Packing (WxDxH) mm 875x285x375 1155x315x415 1155x315x415 1340x450x380

Net/Gross weight kg 8.7/11.1 13.5/17.1 13.8/17.4 20/25.9

Part number 7SP023120 7SP023121 7SP023122 7SP023123

OUTDOOR UNIT

Phase/Tension/Frequency 1P/220-240V/50-60Hz

Noise level dB(A) 55 59 61 61

Dimension (WxDxH) mm 800x333x554 845x363x702 946x410x810 946x410x810

Packing (WxDxH) mm 920x390x615 965x395x765 1090x500x875 1090x500x865

Net/Gross weight kg 37.3/39.9 41.4/44.6 59.6/65.4 64.1/69.3

Part number 7SP063025 7SP063026 7SP063027 7SP063028

PIPE LINE

Refrigerant/GWP g R410A/2088 R410A/2088 R410A/2088 R410A/2088

Charge g 1250 1680 2300 2730

Liquid side/Gas side (Ø) mm (inches) 6.35/12.7 (1/4”/1/2”) 6.35/12.7 (1/4”/1/2”) 9.52/15.9 (3/8”/5/8”) 9.52/19 (3/8”/3/4”)

Max. refrigerant pipe length m 25 30 30 50

Max. difference in level m 10 20 20 25

Connection wiring mm² 1.5x4 (Optional) 1.5x4 (Optional) 1.5x4 (Optional) 1.5x4 (Optional)

OPERATING LIMITS

Indoor room temperature (cooling/heating) °C 17-32/0-30 17-32/0-30 17-32/0-30 17-32/0-30

Outdoor room temperature (cooling/heating) °C 0-60/-15-30 0-60/-15-30 0-60/-15-30 0-60/-15-30

OTHER CARACTERISTICS

Application area  m² 16-23 24-35 29-43 36-53
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HFT T3
ON/OFF HIGH WALL

Fixed Speed
Cooling only

qqHigh reliability.
qqTurbo fan speed.
qqHealthy air: bio filter.
qqEco mode.
qqTechnician mode via RC08C remote controller: parameter display system 
(temperature sensors, compressor...).
qqAdministrator mode via RC08C remote controller: lock mode (heating/
cooling), compensation temperatures, temperature limit values.

+ PRODUCTS
• Golden fins.
• Refrigerant leakage detection.
• Two ways draining connection.

RCW8 
(optional)

RC08C
(included)

FEATURES

TECHNOLOGY:

R410A FLUID 4D AIRFLOW GOLDEN FINS
TREATMENT

AIR QUALITY / CLEAN:

NANO 
PHOTOCATALYTIC 

FILTER

AIR FILTER AUTO CLEAN/DRY

AUTO

USER FUNCTIONS:

I FEEL NIGHT MODE REFRIGERANT 
LEAKAGE DETECT

RESTART

AUTO RESTART 
(MEMORY)

REMOTE CONTROL 
LOCK

INSTALLER FUNCTIONS:

ERROR CODE VIA 
INDOOR UNIT

SELF DIAGNOSTIC LEFT/RIGHT  DRAIN 
CONNEXION

TECHNICIAN TEST 
MODE

TEST
MODE

G

OOD QUALITY

PRICE RATIO
FIXED SPEED
FIXED SPEED

Tested up to 58°C 
ambient temperature

REFRIGERANT 
LEAKAGE DETECTION 

DISPLAY

Refrigerant leakage detection alarm system

OPTIONS
Accessory Part number Photo Function

Wired single control RCW8 7ACEL1706 Mode, fan speed, timer On/Off, temperature and 
swing.

Test tool for 
high wall 7ACEL1710 Easy viewing of system parameters, failure records 

and parameter adjustments.

Water pump 
FlowatchDesign 7ACTL0518 Evacuate condensates from indoor units.
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HFT TECHNICAL DATA
Indoor units AW-HFT018-N11 AW-HFT024-N11 AW-HFT030-N11 AW-HFT036-N11

Outdoor units AW-YHFT018-H11 AW-YHFT024-H11 AW-YHFT030-H11 AW-YHFT036-H11

Phase Single phase Single phase Single phase Single phase

COOLING

Capacity                     Tons 1.5 2.0 2.5 3

Power input W 1526 1945 2358 2640

EER (T1) W/W 3.50 3.46 3.47 3.49

EER (T3) W/W 2.55 2.53 2.54 2.51

INDOOR UNIT

Air flow (HS/MS/LS) m³/h 1117/957/887 1060/947/870 1450/1280/1037 1450/1300/1050

Noise level (HS/LS) dB(A) 47.0/38.5 46.0/41.0 49.5/39.5 49.5/39.5

Design pressure MPa 4.3/1.5 4.5/1.5 4.5/1.5 4.5/1.5

Dimension (WxDxH) mm 1080x226x335 1080x226x335 1259x282x362 1259x282x362

Packing (WxDxH) mm 1155x315x415 1155x315x415 1340x380x450 1340x380x450

Net/Gross weight Kg 14.3/18.1 14.5/18.2 21.8/27.5 22.2/28.0

Part number 7SP023115 7SP023116 7SP023117 7SP023118

OUTDOOR UNIT

Phase/Tension/Frequency 1P/220-240V/50Hz

Noise level dB(A) 56.0 57.5 58.5 62.0

Dimension (WxDxH) mm 845x363x702 946x410x810 946x410x810 946x410x810

Packing (WxDxH) mm 965x395x765 1090x500x875 1090x500x875 1090x500x875

Net/Gross weight Kg 46.2/49.5 61.8/67.8 66.3/72.1 66.9/73.1

Part number 7SP063020 7SP063021 7SP063022 7SP063023

PIPE LINE

Refrigerant type g R410A/1400 R410A/2000 R410A/2400 R410A/2500

Liquid side/Gas side (Ø) mm (inches) 6.35/12.7 (1/4”/1/2”) 9.52/15.9 (3/8”/5/8”) 9.52/15.9 (3/8”/5/8”) 9.52/19 (3/8”/3/4”)

Max. refrigerant pipe length m 25 25 25 25

Max. difference in level m 10 10 10 10

Connection wiring mm² 2.5x3 2.5x4 1.0x4 1.0x4

OPERATING LIMITS

Indoor room temperature °C 17-32 17-32 17-32 17-32

Outdoor room temperature °C 18-52 18-52 18-52 18-52

OTHER CARACTERISTICS

Application area (cooling standard) m² 24-35 31-45 37-55 41-61
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DFM DUCTED MEDIUM STATIC  
PRESSURE MONOSPLIT

Fixed Speed
Cooling & heating

qqComfort "I Feel": temperature sensor in the remote control RC08C.
qqDesigned for easy maintenance and installation.
qq Interface dedicated to the installer for commissioning and maintenance.
qqOptmisation of the stock thanks to a multi-range external group (YFFA).
qqAir intake option from the back or bottom. 

OPTIONS
Accessory Part number Photo Function / Description

Wireless controller 
RC08C 7ACEL1740 Timer, eco mode, “Follow me” option, swing, technician mode, 

heating only mode.

Wired single control 
RCW6 7ACEL1704 Mode, fan speed, real time, timer, temperature, weekly timer and 

swing.

Central controller 
RCW16 7ACEL1707 Controls up to 64 indoor units with individual setting failure codes 

indication, ON-OFF dry contact, last operation memory, Modbus.

BMS 
gateway BMS 7ACEL1708 Maximum 1024 units could be connected (16 gateways).

+ PRODUCTS
• Many options.
• G1 filter.
• Integrated water pump.

RCW8 
(included)

RCW6
(optional)

RC08C
(optional)

FEATURES

TECHNOLOGY:

R410A FLUID GOLDEN FINS
TREATMENT

REDUNDANCY 
FUNCTION

AIR QUALITY / CLEAN:

FRESH AIR

USER FUNCTIONS:

I FEEL NIGHT MODE PROGRAMMABLE  
TIMER

24 H
RESTART

AUTO RESTART 
(MEMORY)

REMOTE 
CONTROL LOCK

INSTALLER FUNCTIONS:

ERROR CODE VIA 
INDOOR UNIT

SELF 
DIAGNOSTIC

INTEGRATED 
WATER PUMP

LEFT/RIGHT  
DRAIN 

CONNECTION

ALARM OUTPUT

UNIT ON INPUT

UNIT
ON

DRY CONTACT  
ON/OFF

BMS 
COMPATIBLE

BMS

The future of  
air conditioning? 
The invisibility

N E W

N

G

OOD QUALITY

PRICE RATIO
FIXED SPEED
FIXED SPEED
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COMBINATIONS
Indoor unit Compatible with outdoor unit

Ducted Monosplit

DFM 18 to 36 YFFA

DFM 48 & 60
YFFA

DFM TECHNICAL DATA
Indoor unit AW-

DFM018-N11
AW-

DFM024-N11
AW-

DFM036-N11
AW-

DFM036T-N11
AW-

DFM048-N11
AW-

DFM060-N11

Outdoor unit AW-
YFFA018-H11

AW-
YFFA024-H11

AW-
YFFA036-H11 

AW-
YFFA036-H13

AW-
YFFA048-H13

AW-
YFFA060-H13

Phase Single phase Single phase Single phase Three phase Three phase Three phase

COOLING

Rated power (min./max.) kW 5.58 7.98 10.54 10.82 13.73 15.12

Rated power input kW 2.20 2.87 3.90 3.65 5.35 6.36

EER/Energy label 2.40/E 2.45/E 2.71/D 2.89/C 2.63/D 2.53/E

Operating limits °C 18°/46° Dry bulb  

HEATING

Rated power (min./max.) kW 5.88 8.24 11.80 12.16 16.39 17.71

Rated power input kW 1.75 2.30 3.50 3.30 4.82 5.54

COP/Energy label 3.18/E 3.31/C 3.27/C 3.46/B 3.35/C 3.17/D

Operating limits °C -7°/24° Dry bulb

INDOOR UNIT

Sound pressure level to 1 m (LS/MS/HS) dB(A) 40/42/44 38/41/44 39/43/49 40/43/49 41/45/48.5 40/46/50

Sound power level dB(A) 39/42/44 37/40/43 40/44/48 38/40/47 41/45/48 40/46/50

Airflow (LS/MS/HS) m³/h 730/813/978 964/1177/1358 1160/1383/1836 1149/1372/1804 1490/1850/2100 1490/1850/2400

External static pressure Range Pa 25 25 37 37 50 50

Dehumidification l/h 2.0 3.0 3.8 3.8 4.5 5.5

Outline dimensions (WxHxD) mm 880x210x674 1100x249x774 1100x249x774 1100x249x774 1200x300x874 1200x300x874

Package dimensions (WxHxD) mm 1070x280x725 1305x315x805 1305x315x805 1305x315x805 1405x365x915 1405x365x915

Net weight/Gross weight kg 23.8/29.5 32.2/39 32.2/39.4 32.2/39.4 46/54.5 46/54.5

Part number 7SP032206 7SP032207 7SP032212 7SP032209 7SP032210 7SP032211

OUTDOOR UNIT

Sound pressure level to 1.4 m dB(A) 60 59.8 62.8 63.0 63 62.4

Airflow m³/h 2000 2800 5000 3800 6000 6000 

Compressor type Rotary Rotary Scroll Rotary Scroll Scroll

Outline dimensions (WxHxD) mm 770x555x300 845x702x363 946x810x410 946x810x410 900x1170x350 900x1170x350

Package dimensions (WxHxD) mm 900x625x348 965x775x395 1090x885x500 1090x875x500 1032x1307x443 1032x1307x443

Net weight/Gross weight kg 36.5/39.7 52.7/56.1 79.5/85.3 74.4/78.9 97/107 97/108

Part number 7SP063066 7SP063067 7SP063072 7SP063069 7SP063070 7SP063071

POWER SUPPLY

Phase/Tension/Frequency 1P/230V/50Hz 1P/230V/50Hz 1P/230V/50Hz 3P/N/400V/50Hz 3P/N/400V/50Hz 3P/N/400V/50Hz

Power supply side Indoor Indoor Outdoor Outdoor Indoor Indoor 

Power cable section mm² 3x2.5 3x2.5 3x4 5x2.5 5x2.5 5x2.5

Fuse rating am (D curve) A 16 32 50  25 32 32 

Electrical connections mm² 3x2.5 + 2x1  
+ 2x0.75

3x2.5 + 2x1  
+ 2x0.2 

3x1.5+ 3x1  
+ 2x0.2 3x1.5 + 3x1 5x2.5 + 3x1 5x2.5+ 3x1

PIPE LINE

Suction pipe diameter inches 1/2” 5/8” 3/4” 3/4” 3/4” 3/4”

Liquid pipe diameter inches 1/4” 3/8” 3/8” 3/8” 3/8” 3/8”

Max. length m 25 25 30 30 50 50

Max. height m 15 15 20 20 30 30

Refrigerant / GWP R410A/2088 R410A/2088 R410A/2088 R410A/2088 R410A/2088 R410A/2088

Charge (5 m) kg 1.50 1.80 2.50 2.85 3.30 3.20 
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DDT INVERTER T3
DUCTED T3

DC Inverter
Cooling and Heating

SUPER QUIET

qqComfort “I Feel”: temperature sensor in the remote control RC08C.
qqDesigned for easy maintenance and installation.
qqReduced energy consumption using the heating only mode.
qqPort for ventilation fan: increase static pressure or useful for adjacent room.

+ PRODUCTS
• Golden fins.
• Dry contact adapter.
• External static pressure until 160 Pa.

RCW11 
(included)

RCW20 
(optional)

RC08C
(optional)

FEATURES

TECHNOLOGY:

FLEXY MATCH

FLEXY
MATCH

DC INVERTER R410A FLUID ELECTRONIC 
EXPANSION 

VALVE

TWIN 
APPLICATION

GOLDEN FIN
TREATMENT

REDUNDANCY 
FUNCTION

AIR QUALITY/CLEAN:

AIR FILTER FRESH AIR

USER FUNCTIONS:

I FEEL NIGHT MODE PROGRAMMABLE  
TIMER

24 H
RESTART

AUTO RESTART 
(MEMORY)

REMOTE 
CONTROL LOCK

INSTALLER FUNCTIONS:

ERROR CODE VIA 
INDOOR UNIT

SELF 
DIAGNOSTIC

INTEGRATED 
WATER PUMP

LEFT/RIGHT  
DRAIN 

CONNECTION

ALARM  
OUTPUT

DRY CONTACT  
ON/OFF

HEATING  
ONLY MODE

BMS 
COMPATIBLE

BMS
SERVICE 

MONITOR TOOL

Tested up to 60°C 
ambient temperature

OPTIONS
Accessory Part number Photo Function/Description

Wireless controller 
RC08C 7ACEL1740 Timer, eco mode, “Follow me” option, swing, technician mode, 

heating only mode.

Wired single control 
RCW20 + adaptor

7ACEL1775
+

7ACEL1776

Zone control, mode, fan speed, timer On/Off, “I Feel” function, 
temperature.
One adaptor by unit is required (order separately).

Central controller 
RCW21 7ACEL1777

Central controller. Controls up to 64 indoor units with individual 
setting failure codes indication, On/Off dry contact, last 
operation memory.

BMS 
gateway BMS 7ACEL1708 Maximum 1024 units could be connected (16 gateways).

Test tool 7ACEL1710 Easy viewing of system parameters, failure records and 
parameter adjustments.

Insulated air duct 
plenum

7ACVF0136 3 ducts DN160. For DDT 12-18.

7ACVF0137 3 ducts DN 160. For DDT 24.

7ACVF0138 3 ducts DN 160. For DDT 36.

7ACVF0139 3 ducts DN 160. For DDT 48-60.
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DDT TECHNICAL DATA
Indoor units AW-DDT018-N15 AW-DDT025-N15 AW-DDT036-N15 AW-DDT048-N15 AW-DDT055-N1

Outdoor units AW-YDDT018-H15 AW-YDDT025-H15 AW-YDDT036-H15 AW-YDDT048-H16 AW-YDDT055-H16

Phase Single phase Single phase Single phase Three phase Three phase

COOLING

Capacity                     Tons 1.5 2.0 3.0 4.0 5.0

Power input W 1510 2140 2850 1425/ph 1540/ph

EER (T1) W/W 3.51 3.47 3.49 3.46 3.46

EER (T3) W/W 2.57 2.49 2.52 2.51 2.51

HEATING

Capacity W 5774 8265 10053 15533 16559

Power input W 1520 2250 2690 3990 4290

Current A 6.96 10.51 11.83 6.48 6.62 

COP W/W 3.80 3.67 3.74 3.89 3.86 

INDOOR UNIT

Power supply 1P/220-240V/50-60Hz

ESP Rated Pa 25 25 37 50 50

ESP Range Pa 0-80 0-100 0-120 0-160 0-160

Indoor noise level (HS/MS/LS) 
(under rated ESP) dB(A) 46/43/39 42/40/36 50/48/43 49/47/44 51/48/45

Dimension (WxDxH) mm 880x674x210 1100x774x249 1200x874x300 1200x625x380 1400x858x440

Packing (WxDxH) mm 1070x725x270 1305x805x305 1405x915x355 1485×675×450 1605x910x505

Net/Gross weight kg 25.2/30.9 30.2/37.4 42.8/51 55.9/63.7 72.7/84.3

Controller Wired control Wired control Wired control Wired control Wired control

Operation temperature °C 17-30 17-30 17-30 17-30 17-30

Part number 7SP032200 7SP032201 7SP032202 7SP032203 7SP032204

OUTDOOR UNIT

Phase/Tension/Frequency 1P/220-240V/50-60Hz 3P/380-415V/50-60Hz

Outdoor noise level (sound pressure) dB(A) 59 59 61 65 65

Design pressure MPa 4.8/1.5 4.8/1.5 4.8/1.5 4.8/1.5 4.8/1.5

Dimension (WxDxH) mm 845x363x702 946x410x810 946x410x810 952x415x1333 952x415x1333

Packing (WxDxH) mm 965x395x765 1090x500x875 1090x500x875 1095x495x1480 1095x495x1480

Net/Gross weight kg 41.2/44.7 55.3/61.7 66.5/71.9 94/107.2 97.3/110.3

Part number 7SP063010 7SP063011 7SP063012 7SP063013 7SP063014

PIPE LINE

Type R410A R410A R410A R410A R410A

Charged volume kg 1.75 2.12 3.2 4.2 4.4

Liquid side/Gas side (Ø) mm (inches) 6.35/12.7 (1/4”/1/2”) 9.52/15.9 (3/8”/5/8”) 9.52/19 (3/8”/3/4”) 9.52/19 (3/8”/3/4”) 9.52/22 (3/8”/7/8”)

Max. pipe length m 25 25 30 50 50

Max. difference in level m 15 15 20 30 30

OUTDOOR TEMPERATURE

Cooling °C 18-60 18-60 18-60 18-60 18-60

Heating °C 0-30 0-30 0-30 0-30 0-30
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360 DEGREE FLOW WITH ROUND CORNERS

600x600 and 900x900

CFM 
CASSETTE MONOSPLIT

Fixed Speed
Cooling & heating

qqComfort "I Feel": temperature sensor in RC08C remote control.
qqCompatible with a centralized remote control.
qq Interface dedicated to the installer for commissioning and maintenance.
qq Inventory optimization thanks to a multi-range outdoor unit (YFFA).
qqTechnician mode via RC08C remote controller: parameter display system 
(temperature sensors, compressor...).
qqAdministrator mode via RC08C remote controller: lock mode (heating/
cooling), compensation temperatures, temperature limit values.

OPTIONS
Accessory Part number Photo Function

Wired single control 
RCW6 7ACEL1704 Mode, fan speed, real time, timer, temperature, weekly timer 

and swing.

Wired single control 
RCW8 7ACEL1706 Mode, fan speed, timer ON/OFF, temperature and swing.

Central controller RCW16 7ACEL1707
Controls up to 64 indoor units with individual setting failure 
codes indication, ON-OFF dry contact, last operation memory, 
Modbus.

BMS gateway BMS 7ACEL1708 Maximum 1024 units could be connected (16 gateways).

+ PRODUCTS
• 360° flow.
• Fresh air intake (for models  

24 to 48).
• Water pump included.
• G1 filter.

RCW8
(optional)

RCW6
(optional)

RC08C 
(included)

FEATURES
TECHNOLOGY:

R410A FLUID MULTIFLOW 360° GOLDEN FIN
TREATMENT

REDUNDANCY 
FUNCTION

(EXCEPT SIZE 18)

AIR QUALITY / CLEAN:

AIR FILTER FRESH AIR 
(CFM 24-48)

USER FUNCTIONS:

I FEEL NIGHT MODE PROGRAMMABLE  
TIMER

24 H
RESTART

AUTO RESTART 
(MEMORY)

REMOTE 
CONTROL LOCK

INSTALLER FUNCTIONS:

ERROR CODE VIA 
INDOOR UNIT

SELF 
DIAGNOSTIC

INTEGRATED 
WATER PUMP

ALARM OUTPUT UNIT ON INPUT

UNIT
ON

DRY CONTACT  
ON/OFF

(EXCEPT SIZE 18)

TECHNICIAN 
TEST MODE

TEST
MODE

BMS 
COMPATIBLE

BMS

CFM 012-018

CFM 024-036-048

N E W

N

G

OOD QUALITY

PRICE RATIO
FIXED SPEED
FIXED SPEED
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CFM TECHNICAL DATA
Indoor unit AW-CFM012-N11 AW-CFM018-N11 AW-CFM024-N11 AW-CFM036-N11 AW-

CFM036T-N11 AW-CFM048-N11

Outdoor unit AW-YFFA012-H11AW-YFFA018-H11AW-YFFA024-H11AW-YFFA036-H11AW-YFFA036-H13AW-YFFA048-H13

Phase Single phase Single phase Single phase Single phase Three phase Three phase

COOLING
Rated power (min./max.) kW 3.62 5.61 6.96 9.84 10.44 13.15

Rated power input kW 1.10 1.98 2.60 3.85 3.60 5.19

EER/Energy label 3.21/A 2.71/D 2.71/D 2.74/D 2.93/C 2.50/E

Operating limits °C 18°/46° Dry bulb  

HEATING
Rated power (min./max.) kW 3.72 5.63 7.69 11.20 11.63 14.06
Rated power input kW 1.25 1.72 2.40 3.85 3.65 4.76
COP/Energy label 3.05/E 3.24/C 3.18/D 2.74/E 2.89/D 2.81/D
Operating limits °C -7°/24° Dry bulb
INDOOR UNIT
Sound pressure level to 1 m (LS/MS/HS) dB(A) 34/36/40 36/41/48 41/45/50 45/48/52 45/48/52 44/48/53
Sound power level dB(A) 34/38/42 34/40/46 39/43/48 44/48/51 45/48/51 46/51/58
Airflow (LS/MS/HS) m³/h 413/504/307 513/625/801 787/945/1092 1356/1547/1771 1297/1494/1731 1305/1566/1990
Dehumidification l/h 1.5 2.0 3.0 3.8 4.5 5.5 
Outline dimensions (WxHxD) mm 570x260x570 570x260x570 840x205x840 840x245x840 840x245x840 840x245x840
Package dimensions (WxHxD) mm 655x290x655 655x290x655 900x225x900 900x265x900 900x265x900 900x265x900
Net weight/Gross weight kg 14.5/17.5 16.5/19 22.1/25.5 25/28.7 24.9/28.8 27/32
Part number 7SP042267 7SP042268 7SP042269 7SP042270 7SP042272 7SP042271
FRAME
Outline dimensions (WxHxD) mm 647x50x647 647x50x647 950x55x950 950x55x950 950x55x950 950x55x950
Package dimensions (WxHxD) mm 715x123x715 715x123x715 1035x90x1035 1035x90x1035 1035x90x1035 1035x90x1035
Net weight/Gross weight kg 2.5/4.5 2.5/4.5 5/8 5/8 5/8 5/8
Frame part number 7ACVF0566 7ACVF0566 7ACVF0564 7ACVF0564 7ACVF0564 7ACVF0564
OUTDOOR UNIT
Sound pressure level to 1.4 m dB(A) 56 60 59.8 62.8 63.0 63
Airflow m³/h 1800 2000 2800 5000 3800 6000 
Compressor type Rotary Rotary Rotary Scroll Rotary Scroll
Outline dimensions (WxHxD) mm 770x555x300 770x555x300 845x702x363 946x810x410 946x810x410 900x1170x350
Package dimensions (WxHxD) mm 900x595x345 900x625x348 965x775x395 1090x885x500 1090x875x500 1032x1307x443
Net weight/Gross weight kg 32/34.5 36.5/39.7 52.7/56.1 79.5/85.3 74.4/78.9 97/107
Part number 7SP063065 7SP063066 7SP063067 7SP063072 7SP063069 7SP063070
POWER SUPPLY  
Phase/Tension/Frequency 1P/230V/50Hz 1P/230V/50Hz 1P/230V/50Hz 1P/230V/50Hz 3P/N/400V/50Hz 3P/N/400V/50Hz
Power supply side Indoor Indoor Indoor Outdoor Outdoor Indoor 
Power cable section mm² 3x2.5 3x2.5 3x2.5 3x4 5x2.5 5x2.5
Fuse rating am (D curve) A 16 16 32 50  25 32 

Electrical connections mm² 3x2.5 + 2x0.75 3x2.5 + 2x1  
+ 2x0.75

3x2.5 + 2x1 
+ 2x0.2 

3x1.5 + 3x1  
+ 2x0.2 3x1.5 + 3x1 5x2.5 + 3x1

PIPE LINE
Suction pipe diameter inches 1/2” 1/2” 5/8” 3/4” 3/4” 3/4”
Liquid pipe diameter inches 1/4” 1/4” 3/8” 3/8” 3/8” 3/8”

Max. length m 15 25 25 30 30 50

Max. height m 8 15 15 20 20 30

Refrigerant / GWP R410A/2088 R410A/2088 R410A/2088 R410A/2088 R410A/2088 R410A/2088

Charge (5 m) kg 1.00 1.50 1.80 2.50 2.85 3.30 

COMBINATIONS
Indoor unit Compatible with outdoor unit

Cassette Monosplit

CFM 12 YFFA

CFM 18-24-36 YFFA

CFM 48
YFFA
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FFM
FLOOR CEILING MONOSPLIT

Fixed Speed
Cooling & heating

qqComfort "I Feel": temperature sensor in RC08C remote control.
qq Interface dedicated to the installer for commissioning and maintenance.
qqCompatible with a centralized remote control.
qq Inventory optimization thanks to a multi-range outdoor unit (YFFA).
qqTechnician mode via RC08C remote controller: parameter display system 
(temperature sensors, compressor...).
qqAdministrator mode via RC08C remote controller: lock mode (heating/
cooling), compensation temperatures, temperature limit values.

OPTIONS
Accessory Part number Photo Function

Wired single control 
RCW6

7ACEL1704 Mode, fan speed, real time, timer, temperature, weekly timer 
and swing.

Wired single control 
RCW8

7ACEL1706 Mode, fan speed, timer ON/OFF, temperature and swing.

Central controller RCW16 7ACEL1707
Controls up to 64 indoor units with individual setting failure 
codes indication, ON-OFF dry contact, last operation memory, 
Modbus.

BMS gateway BMS 7ACEL1708 Maximum 1024 units could be connected (16 gateways).

up to 11 m

4 DIMENSIONAL AIRFLOWS FOR MAXIMUM COMFORT

+ PRODUCTS
• Wide air diffusion.
• Floor or ceiling installation.
• G1 filter.

RCW8
(optional)

RCW6
(optional)

RC08C 
(included)

FEATURES

TECHNOLOGY:

R410A FLUID GOLDEN FIN
TREATMENT

AIR QUALITY / CLEAN:

AIR FILTER FRESH AIR

USER FUNCTIONS:

I FEEL NIGHT MODE PROGRAMMABLE  
TIMER

24 H
RESTART

AUTO RESTART 
(MEMORY)

REMOTE CONTROL 
LOCK

INSTALLER FUNCTIONS:

ERROR CODE VIA 
INDOOR UNIT

SELF DIAGNOSTIC LEFT/RIGHT  DRAIN 
CONNECTION

TECHNICIAN TEST 
MODE

TEST
MODE

WATER PUMP 
CONNECTION
(OPTIONAL)

BMS COMPATIBLE

BMS

N E W

N

G

OOD QUALITY

PRICE RATIO
FIXED SPEED
FIXED SPEED
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FFM TECHNICAL DATA

Indoor unit AW-
FFM018-N11

AW-
FFM024-N11

AW-
FFM036-N11

AW-
FFM036T-N11

AW-
FFM048-N11

AW-
FFM060-N11

Outdoor unit AW-
YFFA018-H11

AW-
YFFA024-H11

AW-
YFFA036-H11

AW-
YFFA036-H13

AW-
YFFM048-H13

AW-
YFFA060-H13

Phase Single phase Single phase Single phase Three phase Three phase Three phase

COOLING

Rated power (min./max.) kW 5.81 6.89 9.98 10.48 13.01 14.54

Rated power input kW 2.11 2.63 3.70 3.60 5.06 6.40

SEER/Energy label 2.57/E 2.67/D 2.85/C 2.93/C 2.78/D 2.52/E

Operating limits °C 18°/46° Dry bulb

HEATING

Rated power (min./max.) kW 5.84 7.92 11.53 11.51 13.74 16.67

Rated power input kW 1.73 2.45 3.85 3.65 5.06 5.80

SCOP/Energy label (average climate) 3.22/C 3.11/D 2.74/E 2.89/D 3.01/D 3.03/D

Operating limits °C -7°/24° Dry bulb

INDOOR UNIT

Sound pressure level to 1 m (LS/MS/HS) dB(A) 43/48/53 44/48/54 46/49/54 47/50/54 44/48/53 46/49/55

Sound power level dB(A) 42/46/51 43/48/53 45/49/54 45/48/53 45/49/54 48/51/55

Airflow (LS/MS/HS) m³/h 775/932/1152 867/1038/1251 1302/1533/1821 1331/1536/1819 1611 1636/1846/2267

Dehumidification l/h 2.0 3.0 3.8 3.8 4.5 5.5

Outline dimensions (WxHxD) mm 770x555x300 845x702x363 946x810x410 946x810x410 900x1170x350 900x1170x350

Package dimensions (WxHxD) mm 900x625x348 965x775x395 1090x885x500 1090x875x500 1032x1307x443 1032x1307x443

Net weight/Gross weight kg 36.5/39.7 52.7/56.1 79.5/85.3 74.4/78.9 93.2/105 97/108

Part number 7SP012268 7SP012269 7SP012273 7SP012270 7SP012271 7SP012272

OUTDOOR UNIT

Sound pressure level to 1.4 m dB(A) 60 59.8 62.8 63.0 63 62.4

Airflow m³/h 2000 2800 5000 3800 6000 6000 

Compressor type Rotary Rotary Scroll Rotary Scroll Scroll

Outline dimensions (WxHxD) mm 770x555x300 845x702x363 946x810x410 946x810x410 900x1170x350 900x1170x350

Package dimensions (WxHxD) mm 900x625x348 965x775x395 1090x885x500 1090x875x500 1032x1307x443 1032x1307x443

Net weight/Gross weight kg 36.5/39.7 52.7/56.1 79.5/85.3 74.4/78.9 93.2/105 97/108

Part number 7SP063066 7SP063067 7SP063072 7SP063069 7SP063073 7SP063071

POWER SUPPLY 

Phase/Tension/Frequency 1P/230V/50Hz 1P/230V/50Hz 1P/230V/50Hz 3P/N/400V/50Hz 3P/N/400V/50Hz 3P/N/400V/50Hz

Power supply side Intérieur Intérieur Extérieur Extérieur Intérieur Intérieur

Power cable section mm² 3x2.5 3x2.5 3x4 5x2.5 5x2.5 5x2.5

Fuse rating am (D curve) A 16 32 50  25 32 32 

Electrical connections mm² 3x2.5 + 2x1  
+ 2x0.75

3x2.5 + 2x1 
+ 2x0.2 

3x1.5 + 3x1  
+ 2x0.2 3x1.5 + 3x1 5x2.5 + 3x1 5x2.5+ 3x1

PIPE LINE

Suction pipe diameter inches 1/2” 5/8” 3/4” 3/4” 3/4” 3/4”

Liquid pipe diameter inches 1/4” 3/8” 3/8” 3/8” 3/8” 3/8”

Max. length m 25 25 30 30 50 50

Max. height m 15 15 20 20 30 30

Refrigerant / GWP R410A/2088 R410A/2088 R410A/2088 R410A/2088 R410A/2088 R410A/2088

Charge (5 m) kg 1.50 1.80 2.50 2.85 3.25 3.20 

COMBINATIONS
Indoor unit Compatible with outdoor unit

Floor-ceiling Monosplit

FFM 18-24-36 YFFA

FFM 48-60 YFFA 
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SFM
ON/OFF FLOOR STANDING

Fixed Speed
Cooling & heating

qq “I Feel” function with precise room temperature control.
qqDesign for long tubing distance installation.
qqLong blowing distance (up to 15m).
qqTechnician mode via RC08C remote controller: parameter display system 
(temperature sensors, compressor...).
qqAdministrator mode via RC08C remote controller: lock mode (heating/
cooling), compensation temperatures, temperature limit values.

G

OOD QUALITY

PRICE RATIO
FIXED SPEED
FIXED SPEED

+ PRODUCTS
• Modern design & digital display.
• Auxiliary electrical heater 3.75 kW.
• Tertiary application.

RC08C 
(included)

FEATURES

TECHNOLOGY:

R410A FLUID GOLDEN FIN
TREATMENT

USER FUNCTIONS:

I FEEL NIGHT MODE PROGRAMMABLE  
TIMER

24 H

LOW BATTERY  
INDICATION

RESTART

AUTO RESTART 
(MEMORY)

REMOTE CONTROL 
LOCK

INSTALLER FUNCTIONS:

ERROR CODE VIA 
INDOOR UNIT

SELF DIAGNOSTIC AUXILIARY HEATER TECHNICIAN TEST 
MODE

TEST
MODE

NEW
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SFM TECHNICAL DATA
Indoor unit AW-SFM048-N13

Outdoor unit AW-YSFM048-H13

Phase Three phase

COOLING

Capacity                     kW 12.57

Input           kW 5.30

EER/Label énergétique        2.64/D

Operating limits °C 18°/46° Dry bulb

HEATING

Rated power (+ electrical heater) kW 13.95 (+3.75)

Input           kW 5.40 (+3.75)

COP/Label énergétique 2.82/D

Operating limits °C -7°/24° Dry bulb

INDOOR UNIT

Sound pressure level to 1.5 m (LS/HS) dB(A) 50/55

Airflow (LS/HS) m³/h 1562/1852

Outline dimensions (WxHxD) mm 550x1800x350

Package dimensions (WxHxD) mm 685x1910x480

Net weight/Gross weight kg 50/63

Part number 7SP011089

OUTDOOR UNIT

Sound pressure level to 1 m dB(A) 62

Compressor type Scroll

Outline dimensions (WxHxD) mm 900x1170x350

Package dimensions (WxHxD) mm 1032x1307x443

Net weight/Gross weight kg 97/107

Part number 7SP062859

POWER SUPPLY 

Phase/Tension/Frequency 3P/380-415V/50Hz

Power supply side Outdoor

Power cable section mm² 2.5x5

Fuse rating am (D curve) A 25

Electrical connections mm² 1.5x5+0.75x3

PIPE LINE

Suction pipe diameter inches 3/4”

Liquid pipe diameter inches 1/2”

Max. length m 50

Max. height m 30

Refrigerant / GWP R410A/2088

Charge (5m) kg 3.3

COMBINATIONS
Indoor unit Compatible with outdoor unit

Floor standing Monosplit

SFM YSFM
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SXT (TELECOM)
FLOOR CEILING

Fixed Speed
Cooling only

qqFloor ceiling with digital display (mode, temperature...).
qqCooling operation mode.
qqPhotocatalytic antibacterial prefilter.
qqComfort «I Feel»: temperature sensor in RC08B remote control.
qqSafety components: low and high pressure switches, all season control 
(speed controller).

+ PRODUCTS
• Dedicated product for IT rooms.
• Treatment of corrosion on 

outdoor units and electronic 
cards.

• Wide operating temperature, 
dedicated product for 
communication rooms.

RC08C
(included)

RCW8
(optional)

FEATURES

TECHNOLOGY:

R410A FLUID

AIR QUALITY / CLEAN:

AUTO CLEAN/DRY

AUTO

USER FUNCTIONS:

I FEEL NIGHT MODE

RESTART

AUTO RESTART 
(MEMORY)

REMOTE CONTROL 
LOCK

INSTALLER FUNCTIONS:

ALARM OUTPUT
(SXT018)

UNIT ON INPUT
(SXT018)

UNIT
ON

TECHNICIAN TEST 
MODE

TEST
MODE

OPTIONS
Accessory Reference Photo Function

Wired single 
control RCW8

7ACEL1706 Mode, fan speed, timer ON/OFF, temperature, swing and ”I 
Feel”.
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SXT (TELECOM) TECHNICAL DATA
Indoor unit AWSI-SXT018-N11 AWSI-SXT030-N11

Outdoor unit AWAU-YHF018-H11 AWAU-YHF030-H13

Phase Single phase Three phases

COOLING

Rated capacity kW 5,2 8,3

Pdesignc kW 5,2 8,3

Rated input power kW 1,73 2,77

SEER/Energy label  3,2/E   3,4/E  

Operating limits °C -10°/50° Dry bulb

INDOOR UNIT

Sound pressure level to 1 m (LS/MS/MS) dB(A) 41/46/52 45/49/54

Sound power level (LS/MS/HS) dB(A) 62 64

Airflow (LS/MS/HS) m³/h 900/1050/1300 1250/1400/1750

Dehumidification l/h 1,9 2,5

Outline dimensions (WxHxD) mm 1068x675x235 1285x675x235

Package dimensions (WxHxD) mm 1145x755x313 1360x755x313

Net weight/Gross weight kg 24/29 29/36

Part number 7SP012226 7SP012229

OUTDOOR UNIT

Sound pressure level to 1 m dB(A) 60 61

Sound power level dB(A) 68 69

Airflow m³/h 2950 3100

Compressor type Rotary Rotary

Outline dimensions (WxHxD) mm 900x700x340 900x860x340

Package dimensions (WxHxD) mm 985x730x435 985x905x435

Net weight/Gross weight kg 50/53 78/82

Part number 7SP061924 7SP061925

POWER SUPPLY

Phase/Tension/Frequency 1P/230V/50Hz 3P/400V/50Hz

Power supply side Indoor & Outdoor Outdoor

Power cable section mm² 5x2,5 5x2,5

Fuse rating am A 16 3x16

Electrical connections mm² 4x2,5 + 5x2,5 5x1,5 + 2x0,5

PIPE LINE

Suction pipe diameter inches 1/2” 5/8”

Liquid pipe diameter inches 1/4” 3/8”

Max length m 15 30

Max height m 7 15

Refrigerant R410A R410A

COMBINATIONS
Indoor unit Compatible with outdoor unit

Floor ceiling Monosplit

SXT (TELECOM) 18 YHF

SXT (TELECOM) 30 YHF
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AIRTELECOM
REDUNDANCY SOLUTION

qqAirwell offers full redundancy solution, also available online 24h/24.
qqThis automatic system makes it possible to secure a room 
sensitive to temperature maintenance by installing two jointly 
controlled air conditioners.

qqAutomatic operation switching of the air conditioner in case of failure 
of one of them.
qqSimultaneous operation of the two air conditioners in case of high 
temperature.
qq Inversion of the automatic order of the two adjustable units from 0 to 
24 hours.
qqAutomatic restart in case of power failure.
qqManagement of operating hours of each system.
qqFailure rate real time management.
qqClogging filters management.
qqPredictive maintenance: history of defect reported on a central and 
on-line display (optional web interface).
qqData archived on SD card.
qqProbe reading: filter pressure probe, hygrostat...
qqFire safety: total shutdown of the air conditioning in case of fire.
qqGTC compatible.
qqEnergy metering in kW (optional).

+ PRODUCTS
• SECURITY: 24/24 air conditioning.
• REGULATION: Optimized operation.
• CONNECTIVITY: Web interface.
• Airwell UNIQUE SOLUTION.
• HIGH QUALITY: Siemens 

technology.

• Compatible with all indoor units 
equipped with dry contact and 
alarm output.

FEATURES

REDUNDANCY 
FUNCTION

CONNECTIVITY BMS COMPATIBLE

BMS

APPLICATIONS
• Computer rooms.
• Specific server premises.
• Industrial application.
• Sensitive premises.

T O TA L  S E C U R I T
Y

24 hours/24

DESCRIPTION 

FUNCTIONS
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SOLUTIONS
Solution Accessory Part number Photo Description

AIRTELECOM 
STANDARD

Central display 

7ACEL1768

- Human machine interface
-  System status visualisation (operating time, error codes, failure rate...)
- Supplied power

Gateway 

- Control gateway to connect to indoor units
- TCP/IP port: ModBus
- GTC
- Supplied power

OPTIONS

CLOUD OPTION Connected solution 7ACEL1769 Access to the online system via the Climatix interface

ENERGY METERING 
OPTION

Energy metering - Single phase 7ACEL1770
kW metering

Energy metering - Three phase 7ACEL1771

 Mandatory accessory.

Indoor unit n°1

Unit n°1 alarm Unit n°2 alarm

Unit n°1 On/Off Unit n°2 On/Off

Indoor unit n°2

Gateway

Monitoring:
> Filter pressure switch
>  Control probes 

(temperature)
> Hygrostat

Security:
> Fire relay
> Sector fault
> Generator control

Central display

BMS

WEB CLOUD



MEASURE UNITS CONVERSION

Length

1 inch (in) 0. 0254 m

1 foot (ft) 12 inches 0.3048 m

1 yard (yd) 3 feet 0.9143 m

1 mile (mi) 1.760 yards 1609 m

1 nautical mile (nmi) 1852 m

1 meter (m) 39.37 inches 3.28084 feet 1.09361 yard

HP (horse power) * Btu kW

1 9000 2.637

1.5 12000 3.516

2 18000 5.274

2.5 24000 7.032

3 30000 8.79

5 45000 13.185

Mass volume

1 cu.ft/lb 62.43 dm³/kg

1 US gallon/pound 8.3 dm³/kg

mm Inches

6.35 1/4

9.52 3/8

12.70 1/2

15.88 5/8

19.05 3/4

22.22 7/8

25.40 1

28.58 1”1/8

31.75 1”1/4

38.10 1”1/2

Volume

1 cubic inch (cu in) 16.387064 cm³

1 cubic foot (cu ft) 0.028317 m³/28.31685 dm³

1 cubic yard (cu yd) 0.76455 m³

1 pint 0.568 l

1 gallon-imp 4.546 l

1 gallon (US gal) 3.78541 l or dm³

1 cubic meter (m³) 35.31467 cu ft

1 cubic decimeter (dm³) 0.26428 gal

1 liter (l) 1 dm³

Density

1 pound/cu.ft 0.016 kg/dm³

Tool box

36
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Mass

1 ounce (oz) 28.349 g

1 pound (lb) 16 oz 0.4536 kg

1 quintal U.S 100 lbs

1 centweight 112 lbs

1 short ton (US) 2000 lbs 907.18 kg

1 long ton (GB) 2240 lbs 1016.04 kg

1 quintal (q) 100 kg

1 tonne (t) 1000 kg

Area

1 square inch (in2) 6.4516 cm²

1 square foot (ft2) 0.0929 m²

1 square yard (yd2) 0.8361 m²

1 square meter (m²) 1550 in² 10.76391 ft²

Energy - Heat quantity

1 cal 4.18 joules

1 Btu 0.252 kcal 1055 joules

1 Btu/lb.°F 1 kcal/kg °C

1 kcal 1 millithermie

1 fg/h  -1 kcal/h

1 kcal/h 1.163 W

1 Btu/h 0.293 W

1 ton (US) 3024 kcal/h 3512 W

1 ton (GB) 3340 kcal/h 3878 W

1 watt (thermic) 0.86 kcal/h

° Fahrenheit = °C x 9/5 + 32   
° Celsius = (°F-32) x 5/9
° Celsius = T (Kelvin) - 273.15
* Indicative values

Rated power of our products are given for air conditions as following:
Cooling mode: 35°C out/27°C in (Dry bulb)
Heating mode: +7°C out/20°C in (Dry bulb)

3736



CLASSIFICATION OF PRODUCTS

Discover below some tips to decrypt our references and product codes faster.

1. UNDERSTANDING PRODUCT REFERENCE

Brand Type Type Technology
Capacity

Mode Refrigerant 
fluid Power supply

BTU kW

AW AIRWELL Y Air outdoor unit H High wall D Inverter DC 007 7000   2,2 C Cooling 
only 1 R410A 1 230-1-50 

None Indoor unit F Floor ceiling F Fixed speed 009 9000  2,5 H Heat pump 
reversible 2 R407C 2 208/230-1-60 

D Ducted V VRF 012 12000  3,5 N None 3 R134A 3 400-3-50 

C Cassette DF Monosplit  
Flexy-match 015 15000  4 4 R290 4 460-3-60 

X Console DZ Multisplit 018 18000  5 9 R32 5 230-1-50/60

XA Vertical air 
cabinet 021 21000  6 6 400-3-50/60

XO Vertical water 
cabinet 024 24000  7,2 7 380-3-60 

M Portable unit 030 30000  8,2 8 575-3-60 

W Window 036 36000  10 9 230-3-50 

S Floor standing 043 43000  11

G Water source 045 45000  12,5

047 47000  13,5

050 50000  15

055 55000  16

060 60000  17,5

2. UNDERSTANDING PRODUCT PART NUMBER

DIGIT N°1 DIGIT N°2 & 3 DIGIT N° 4 & 5

7 AIRWELL product 01 Split (2 units minimum) 01 Floor ceiling / Colonne / Window (indoor unit)

02 Industrial 02 High wall / Portable (indoor unit)

03 Water console 03 Ducted (indoor unit)

04 Portable unit 04 Cassette (indoor unit)

05 Heat pump 05 Industrial ducted (indoor unit)

06 Window 06 Monosplit condensing source (outdoor unit)

07 Chiller unit 07 Dual flow console (indoor unit)

09 Multisplit condensing source (outdoor unit)

10 Water source (outdoor unit)

11 Industrial ducted (outdoor unit)

12 Vertical cabinet (indoor unit)

13 Vertical cabinet (outdoor unit)

14 VRF (outdoor unit)

3. UNDERSTANDING SERIAL NUMBER

Each unit (IDU or ODU) is also identify with a unique serial number which can assist tracing the unit.

3622546210

Decade
2 = 2000-2009 
3 = 2010-2019

Year
0 = 2010
1 = 2011
2 = 2012

…
…
…

7 = 2017

Week of  
production

Sequence 
running 
number

Tool box

38
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STANDARD OPTIONIcon guide

NANO PHOTOCATALYTIC 
FILTER

Oxidizes and degrades organic 
contaminants. It can eliminate 

up to 99.9% of bacteria and can 
efficiently block dusts.

AIR FILTER

Eliminates fine particles and 
purifies the air.

AUTO CLEAN/DRY

Prevents development  
of bacteria and moistures 

keeping the heat exchanger dry 
after a cooling operation.

FRESH AIR

Cools the room bringing fresh air 
from outside.

FLEXY MATCH

Indoor units are compatible with 
monosplit or multisplit installation.

DC INVERTER

Compressor with high efficiency 
DC engine.

R410A FLUID

Refrigerant fluid R410A.

R32 FLUID

Refrigerant fluid R32.

R407C FLUID

Refrigerant fluid R407C.

R290 FLUID

Refrigerant fluid R290.

ELECTRONIC  
EXPANSION VALVE

Precise control of coolant flow, 
optimization of performance and 

compressor protection.

4D AIRFLOW

Heating and cooling  
operations are optimized  

with an automatic horizontal  
and vertical oscillation.

MULTIFLOW 360°

Air distribution system  
with great comfort  

on 360° and 4 directions with 
motorized opening control.

TWIN APPLICATION

An outdoor unit  
is connected to two  
similar indoor units.

GOLDEN FINS 
CONDENSER

Improve heat transfer efficiency 
and corrosion resistance.

TECHNOLOGY

AIR QUALITY/CLEAN

FLEXY
MATCH

AUTO

40
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BMS

OUTDOOR UNIT NIGHT 
MODE DRY CONTACT

Engine speed limitation and 
Sound pressure level reduction  

of the outdoor unit.

OUTDOOR UNIT  
STAND-BY

Power on or power off  
of the outdoor unit from  

the remote.

OUTDOOR UNIT  
ALARM OUTPUT

Transmission of an air output 
default alarm  

to a remote system.

TECHNICIAN & 
ADMINISTRATOR TEST 

MODE

- Technician: parameter display 
system (temperature sensors, 

compressor...)
- Administrator: lock mode 

(heating/cooling), compensation 
temperatures, temperatures 

limit values.

HEATING ONLY MODE

The unit can be configured in 
heating only mode.

I FEEL

Precise control of temperature 
all around the chosen zone via a 

remote temperature sensor.

NIGHT MODE

Temperature in the room 
adjustment based on sleeping 

habits.

QUIET MODE

Top design for the lowest sound 
level.

REFRIGERANT  
LEAKAGE DETECT

Indicates a refrigerant leakage on 
indoor unit and stops the system 

for compressor protection.

PROGRAMMABLE  
TIMER

Adjustable timer for power on 
and power off.

AUTO RESTART (MEMORY)

Restarts automatically the unit in 
the last used mode when power 

is back.

REMOTE CONTROL LOCK

Locks the remote  
functions to avoid unexpected 

actions.

WIFI

Air conditioner controlled via 
mobile phone, tablet or computer 

through a wireless router and 
internet, thanks to  
Air Net application.

REDUNDANCY  
FUNCTION

Product compatible with  
Airwell redondancy solution.

CONNECTIVITY

System data available on a 
website (cloud).

ERROR CODE  
VIA INDOOR UNIT

Digital display of error codes 
or temperature settings on the 

indoor unit.

SELF DIAGNOSTIC

Unit failure indication through a 
blinking led  

on the unit display.

INTEGRATED WATER PUMP

Eliminates condensate  
for a simple and  

smooth use.

LEFT/RIGHT DRAIN 
CONNECTION

Easy installation connecting 
condensate tubing either on left  

or right side.

ALARM OUTPUT

Remote transmission of 
dysfunction errors.

UNIT ON OUTPUT

Displays on the remote the 
power on or power off status of 

the unit.

DRY CONTACT  ON/OFF

Connection to an external 
presence detection with adjusted 

control of the unit and power 
saving when the room is empty.

BMS COMPATIBLE

Connection to the BMS system 
via PCB adapter.

SERVICE MONITOR  
TOOL

PC interface for monitoring and 
adjusting the settings of the unit.

POWER CONSUMPTION 
CONTROL

Energy consumption control 
reducing  

the maximum power  
on the unit.

ODU ODU
STBY

ODU

TEST
MODE

24 H

RESTART

UNIT
ON

USER FUNCTIONS

INSTALLER FUNCTIONS

4140
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3, AVENUE DU CENTRE, LES QUADRANTS, BÂT. A - 78280 GUYANCOURT, FRANCE 
TEL.: +33 (0)1 76 21 82 00 - www.airwell-res.com 

AIR CONDITIONING & HEATING
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Our after-sales service

tel  +33 (0)1 76 21 82 95

SPARE PARTS ORDERS:
e-mail  sp@airwell-res.com

TECHNICAL SUPPORT:
e-mail  sav@airwell-res.com


