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W A L L  M O U N T E D R A N G E

This range of 4 Cooling Only (2 550 to 6 650 W) or Heat Pump models 
(2 750 to 7 190 W)  is particularly suited to the need for heating and air conditioning
in housing and offices. With its streamlined design and ease of use, this product
provides high-level comfort to users and ease of installation.
v Automatic vertical treated air sweeping.
v High filtration.
v Compact and lightweight for easy installation and maintenance.
v Two fan speeds. 
v Slow down at night.
v Compatible with Airconet Regulation.
v Compatible with RCW2 Remote Control (accesory).

n Indoor units SIM

n Outdoor units 

SIM 18/24 

SIM 9/12

SIM 9 SIM 12 SIM 18 SIM 24
SIMPLY Series SIM 9 RC SIM 12 RC SIM 18 RC SIM 24 RC
Cooling Capacity(2) kW 2,55 3,4 5,10 6,65
Power Input kW 1 1,32 1,93 2,35
EER/ Energy Label 2,55 / E 2,49 / E 2,61 / D 2,83 / D
Operating limits OUT.T 10/46°C Dry Bulb

Heating Capacity(1) kW 2,75 3,50 5,55 7,19
Power Input kW 1,02 1,30 1,90 2,46
COP/ Energy Label 2,7 / E 2,77 / E 2,92 / D 2,92 / D
Operating limits OUT.T -9/24°C Dry Bulb

Indoor Units ST SIM 9 ST SIM 12 ST SIM 18 ST SIM 24
Dehumidification l/h 1,3 1,5 1,8 3,1
Air flow speed low/high m3/h 310/390 385/450 580/830 690/990
Acoustic pressure to 1 meter(3) dB(A) 29/36 34/41 40/46 44/50
Weight kg 8 9 13 14
Dimensions (WxDxH) mm 815x170x280 815x170x280 1115x200x330 1115x200x330

GCSIM 9 GCSIM 12 GCSIM 18 GCSIM 24 
Outdoor Units GCSIM 9 RC GCSIM 12 RC GCSIM 18 RC GCSIM 24 RC
Air flow m3/h 1370 1460 2160 2480
Compressor type Rotary Rotary Rotary Rotary
Acoustic pressure to 1 meter dB(A) 54 56 56 61
Weight kg 31 37 43 58
Dimensions (WxDxH) mm 770x245x545 770x245x545 795x290x610 846x302x690

Linking specifications between Indoor and Outdoor units
Power supply 1~230 V
Power supply side Indoor Indoor Ind. or Out. Indoor
Power cable section mm2 3x1 3x1,5 3x1,5 3x2,5
Fuse rating am (1-230V) A 10 16 16 20
Electrical connections Indoor/outdoor mm2 4x1 4x1,5 4x1,5* 4x2,5
Electrical connections Indoor/outdoor mm3 5x1 5x1,5 5x1,5* 5x2,5
Linking pipes (not supplied)
Max. lenght m 10 10 15 15
Max. height m 6 6 7 7
Suction pipe diameter Inches 3/8” 1/2” 1/2” 5/8”
Liquid pipe diameter Inches 1/4” 1/4” 1/4” 3/8”

* In the case of connection on an indoor unit

(1) Nominal heating capacity: International conditions 20°C/12°C wet bulb – Outside air temperature:7°C/6°C wet bulb. (2) Nominal cooling capacity: International
conditions. (NF EN 255.2 / 814.2 standards) - 27°C/19°C wet bulb – Outside air temperature: 35°C/24°C wet bulb. (3) Global acoustic pressure in dB(A) (1 m) at
nominal conditions: outdoor unit in an open area against a reflective background – indoor unit : installation in an average sized room, (PV-0.5s reverberation)
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