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Wall splits SIMPLY

A choice of multi-function
controls at the leading edge
of ergonomic design
• Automatic Cooling/Heating regulation
• 3 ventilation speeds
• Automatic ventilation
• Slow down at night
• Desumidification
• Programming

W A L L  R A N G E

“
”

Infrared remote control
range of up to 8 meters
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Programming

Your distributor

Note: values are expressed under a 230 V/50Hz voltage.
(1) Nominal cooling capacity: International nominal conditions (NF EN 255.2 / 814.2) - Type A: 27°C/19°C wetbulb - Outdoor air:35°C/24°D wetbulb.
(2) Nominal heating capacity: International conditions (NF EN 255.2 / 814.2): Indoor:19°C/12°C wetbulb - Outdoor air :7°C/6°C wetbulb.
(3) Global acoustic pressure in Dba (1m) under nominal conditions:Outdoor unit in open field on open area against a reflecting background - Installation in an average sized room 
(LS-0,5s reverberation). .

The air conditioner manages by itself user’s comfort thanks to its microprocessor. Programming
allows delayed restart or stopping of the appliance thus optimizing power consumption savings.
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SIM 7 RC

2,24
0,72

1,98
0,76
0,7

275/315/360

28/31/34
53

8
3x1,5

Indoor unit
Rotary

10
7

3/8"
1/4"

6x1,5

8
815x170x280

30
760x245x545

SIM 9 RC

2,72
1,05

2,5
1,05

1
310/340/390

29/33/36
56

8
3x1,5

Indoor unit
Rotary 

10
7

3/8"
1/4"

6x1,5

8
815x170x280

31
760x245x545

SIM 12 RC

3,5
1,36

3,23
1,31
1,5

385/410/450

33/38/41
58

1-230 V - 50 Hz
198  - 254 V

12
3x1,5

Indoor unit
Rotary 
R407C

- 10 °C / + 43 °C

12
7

1/2"
1/4"

6x1,5

9
815x170x280

37
760x245x545

SIM 18 RC

5,46
1,95

5,29
2,06
2,2

580/690/830

40/42/46
53

12
3x1,5

Indoor or Outdoor unit
Rotary 

15
7

1/2"
1/4"

6x1,5

14
1115x205x330

43
795x290x610

SIM 24 RC

7
2,66

6,54
2,6
2,6

690/860/990

44/47/50
61

16
3x1,5

Outdoor unit
Rotary 

15
7

5/8"
1/4"

6x1,5

14
1115x205x330

62
795x290x610 

SIMPLY RC

Heating capacity (1)
Power input

Cooling capacity (2)
Power input
Dehumidification
Air flow (LS/MS/HS)

Acoustic pressure at 1 m (3)
Indoor (LS/MS/HS)
Outdoor

Power supply
Voltage range
Fuse
Electrical wiring
Power supply on
Compressor type
Refrigerant
Working range

Linking specifications between indoor and outdoor units
Linking pipes (not supplied)
Max. lenght
Max. height difference
Suction pipe
Liquid pipe
Electrical connections (not supplied)

Dimensions and weight
Indoor unit
Weight
Dimensions (WxDxH)
Outdoor unit 
Weight
Dimensions (WxDxH)


