
Wall Splits Range
SIMPLY Wall mounted Split units

www.airwell.com
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W A L L  S P L I T S  R A N G E

SIM 7 SIM 9 SIM 12 SIM 18 SIM 24
SIMPLY SIM 7 RC SIM 9 RC SIM 12  RC SIM 18 RC SIM 24 RC

Cooling capacity (1) kW 1.98 2.55 3.23 5.29 6.54
Power input kW 0.76 1.05 1.31 2.06 2.60
EER/ Energy Label 2.61 / D 2.38/F 2.47 / E 2.57 / E 2.52 / E

Heating capacity (2) kW 2.24 2.72 3.5 5.5 6.98
Power input kW 0.72 1.05 1.19 1.95 2.66
COP/ Energy Label 3.11 / D 2.59 / F 2.57 / E 2.77 / D 2.62 / E

INDOORS UNITS
Airflow (LS/HS) m3/h 275/360 310/390 385/450 580/830 690/990
Acoustic pressure at 1m (LS/HS) (3) dB(A) 28/34 29/36 33/41 40/46 44/50
Dehumidification l/h 0.7 1 1.5 2.2 2.6
Weight kg 8 8 9 14 13
Dimensions (WxDxH) mm 815x170x280 815x170x280 815x170x280 1115x205x330 1115x205x330

GCSIM 7 GCSIM 9 GCSIM 12 GCSIM 18 GCSIM 24 
OUTDOORS UNITS GCSIM 7 RC GCSIM 9 RC GCSIM 12 RC GCSIM 18 RC GCSIM 24 RC
Airflow m3/h 1 310 1 370 1 550 2 160 2 480
Acoustic pressure at 1m dB(A) 53 56 58 56 61
Compressor type Rotary Rotary Rotary Rotary Rotary
Operating limits Winter/ Summer - 7 °C / + 46 °C
Weight kg 31 32 37 43 62
Dimensions (WxDxH) mm 760x245x545 760x245x545 760x245x545 795x290x610 846x302x690

Power supply 1-230V
Power supply side Indoor Indoor Indoor Indoor Indoor
Power cable section (without heating) mm2 3x1 3x1 3x1.5 3x1.5 3x2.5
Fuse rating am A 10 10 15 15 20
Electrical connections Indoor/ outdoor mm2 4x1 4x1 4x1.5 4x1.5 4x2 .5
Electrical connections Indoor/ outdoor mm3 5x1 5x1 5x1.5 5x1.5 5x2.5

LINKING PIPIES
Max. lenght m 10 10 15 15 15
Max. height m 7 7 7 7 7
Liquid pipe Inchs 1/4 1/4 1/4 1/4 3/8
Suction pipe Inchs 3/8 3/8 1/2 1/2 5/8

(1) Nominal cooling capacity: International nominal conditions (NF EN 255.2 / 814.2) - Type A: 27°C/19°C wetbulb - Outdoor air:35°C/24°D wetbulb.  (2) Nominal heating capacity: International conditions (NF EN
255.2 / 814.2): Indoor:19°C/12°C wetbulb - Outdoor air :7°C/6°C wetbulb.  (3) Global acoustic pressure in Dba (1m) under nominal conditions: Outdoor unit in open field on open area against a reflecting background
- Installation in an average sized room (LS-0.5s reverberation).

This range of 5 Cooling Only models (from 1 980 to 6 540 W) and 5 Heat pump 
models (from 2 224 to 6 980 W) is particularly suited for air conditioning 
requirements in homes and offices. With its clean lines and simplicity of use, 
this product offers a high level of user comfort and ease of fitting for installers.
❖ Indoors units compatible with DUO Multisplits and GCAO Water Condensers.
❖ Automatic vertical sweeping of treated air.
❖ High efficiency filter.
❖ 2 ventilation (fan) speeds.
❖ Electronic regulation and programming with the RC5 remote control.
❖ Compact and light, for easy installation and maintenance.
❖ Compatible with the RCW2 wall-mounted remote control (accessory).

❖ Compatible with Airconet regulation (accessory)

■ SIM Indoors Units

■ Outdoors Units

SIM 18/24 

SIM 7/9/12

GC SIM 18/24 GC SIM 7/9/12 

CO
OLING ONLY HEAT PUMP
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