BEWELL RANGE

FBF

INDOOR UNIT FBF 030-036
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PRODUCT ADVANTAGES

e Horizontal / Vertical installation build-in.

e |deal solution for or light commercial applications
(class rooms, shops, open space etc).

e Efficient, simple and discreet.

e Quiet operation.

e Two types of casing for the indoor unit (small up to
10.8 KW and big up to 13.8KW).

e Great flexibility in terms of installation of the indoor
and outdoor units.

¢ \Wide range of fitting options due to connection RC7 RCW2*
facilities (up to 50 m cooling pipe). -

e Fasy maintenance and control.

e Airconet compatible.

e Supplied with RC7 remote control.

* Wall mounted RCW?2 remote control (Optional)
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BEWELL FBF

e FBF 030 FBF 036 FBF 045 FBF 060
Indoor Units AWSI-FBF030-N11 AWSI-FBF036-N11 AWSI-FBF045-N11 AWSI-FBF060-N11
® Outdoor Units 1-230V - 50Hz AWAUYDF030-C11 - -
# Outdoor Units 1-230V - 50Hz AWAUYDF030-H11 GCN37NRC - -
@ Outdoor Units 3-400V - 50Hz GCN3ONT GCN37NT AWAUYDF047-C13 -
& Outdoor Units 3-400V - 50Hz GCN30NRCT GCN37NRCT AWAUYDF-H13 AWAU-YCF055-H13
[ o nacity KW 835 10 1238 138
Cooling - oower input KW 287 333 4,56 4,91
EER/Energy Label 2.86/C 30/C 287/C 281/C
Operating limits °C 21/46°C Dry Bulb 21/46°C Dry Bulb 21/46°C Dry Bulb 21/46°C Dry Bulb
I Capacity KW 89 102 15,0 162
~ Capacity at -15°C kw 1.41 1,87 221 29
Power input kw 2,78 343 4,55 5,64
COP/Energy Label 32/D 297/D 33/C 2.87/D
Operating limits °C -9/24°C Dry Bulb -9/24°C Dry Bulb -9/24°C Dry Bulb -9/24°C Dry Bulb
m Sound pressure level 1 mt' dB(A) 49/51/53 49/51/53 48/50/52 48/50/52
unit  Sound power level’ dB(A) 60/62/64 60/62/64 59/61/63 59/61/63
Airflow’ m'/h 945/1020/1110 945/1020/1110 1640/1760/1940 1385/1480/1625
Dehumidification I/h 28 33 48 56
Dimensions (WxDxH) mm 1285x198x660 1285x198x660 1670x244x680 1670x240x680
Weight kg 34 34 52 52
Part number 18P012177 7SP012178 7SP012179 75P012180
Price €
m Sound pressure level 1 mt dB(A) 59 62 64 62
unit  Sound power level dB(A) 69 70 72 70
Airflow m'/h 3150 4150 4500 5500
Compressor type Rotary Rotary Scrall Rotary
Dimensions (WxDxH) mm 900x340x860 900x340x970 900x340x970 900x340x1255
Weight kg 78 87 91 110
Power supply  Part numb 7SP061752 -
1-230V-50Hz Price e R
® Full set price € -
Power supply  Part number 7SP061753 7SP061630 -
1-230V-50Hz Price € R -
hd Full set € - - -
Power supply  Part number 71SP061602 1SP061622 7SP061759 -
3-400V-50Hz Price e R
® Full set price € - -
Power supply  Part numl 7SP061605 7SP061631 7SP061755 7SP061751
3-400V-50Hz Price e
o Full set €
m Power supply side Outdoor Outdoor -
1-230V-50Hz Power cable section mm’ x4 3x4 -
Fuse rating A 25 25 -
@  FElectrical connections mm’ 5x1,5 5x1,5 -
@  Flectrical connections mm? 6x1,5 6x1,5 - -
W Power supply side Outdoor Outdoor Outdoor Outdoor
3-400V-50Hz  Power cable section mm? 5x2.,5 3x4 5x2,5 5x2,5
Fuse rating A 3x16 3x16 3x20 3x25
®  FElectrical connections mm’ 5x1,5 5x1,5 5x1,5 5x1,5
#  Electrical connections mm? 6x1,5 6x1,5 6x1,5 6x1,5
_Pipe Suction pipe diameter inches 5/8" 3/4" 3/4" 7/8"
line Liquid pipe diameter inches 3/8" 3/8" 3/8" 1/2"
Max lenght m 50 50 50 50
L Max height m 25 25 25 25
Ve
Accessories FBF 030 FBF 036 FBF 060

-

Remote control RCW2

TACEL1212 €

'Data are relative to Low speed, Medium speed and High speed
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