
FAF
FLOOR CEILING

Fixed Speed

PRODUCT ADVANTAGES

 �Wired and wireless remote controls 
provided as standard.
 �Self diagnostic (error indications) in remote 
the wired remote control for ease of 
maintenance.
 �Centralized controller up to 16 units 
including weekly timer (optional).

ACCESSORIES/OPTIONS

q �Floor and ceiling line available in capacities from 3.5 to 16 kW.
q �Cooling & heating operation mode.
q �“I feel” function with precise room temperature control.
q �Available in 3PH from 10 kW.

Acc. Reference Photo Description
Additional accessory 
required

Function

RCW-4 7ACEL1613 Wired group control.

 - �Control up to 16 indoor unit as a group or individualy.
 - �Option to set in each indoor unit ON/OFF, set temperature, 

timer (daily and weekly), mode, fan speed and swing.
 - �Indicating failure code.

RC08A for FAF012-042
RC7 for FAF060
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AIRWELL SOLUTIONS

FAF technical data

Indoor units AWSI-
FAF012-N11

AWSI-
FAF018-N11

AWSI-
FAF024-N11

AWSI-
FAF030-N11

AWSI-
FAF036-N11

AWSI-
FAF042-N11

AWSI-
FAF060-N11

Outdoor units 1~230V - 50 Hz AWAU-
YIF012-H11

AWAU-
YIF018-H11

AWAU-
YIF024-H11

AWAU-
YIF030-H11

AWAU-
YIF036-H11

Outdoor units 3~400V - 50 Hz AWAU-
YIF036-H13

AWAU-
YIF042-H13

AWAU-
YIFA060-H13 

Cooling

Capacity kW 3.50 5.00 7.00 8.80 10.00 12.01 16.00

Input power kW 1.17 2.03 2.61 3.00 3.60 4.84 5.56

EER/Energy Label 2.99/C 2.46/E 2.68/D 2.93/C 2.77/D 2.5/E 2.88

Outdoor temp. operating limits °C 18°/43° Dry bulb  5°/49° DB

Heating

Capacity kW 3.60 5.70 8.00 9.80 11.00 14.00 17.5

Input power kW 1.10 2.07 2.59 2.85 3.3 4.7 5.68

COP/Energy Label 3.27/C 2.75/E 3.08/D 3.43/B 3.33/C 2.97/D 3.08

Outdoor temp. operating limits °C -7°/24° Dry bulb 16°/32° DB

Indoor unit
Sound pressure level to 1 m 
(LS/MS/HS)

dB(A) 41/44/46 46/50/54 46/48/50 49/51/52 48/51/54 48/51/54 42/48/51

Sound power level (LS/MS/HS) m3/h 51/54/56 56/60/64 56/58/60 59/61/62 58/61/64 58/61/64 52/58/61

Airflow (LS/MS/HS) m3/h 550/670/790 970/970/1070 1000/1080/1170 1300/1450/1600 1520/1630/1800 1520/1630/1800 1260/1440/1800

Dehumidification l/h 1.2 1.9 2.4 2.3 2.9 4.3 5.1

Dimensions (WxHxD) mm 836x695x238 836x695x238 1300x600x188 1420x700x245 1590x695x238 1590x695x238 1710×720×280

Weight kg 27 27 32 50 42 42 50

Part number 7SP012196 7SP012197 7SP012184 7SP012185 7SP012186 7SP012187 7SP012207

Outdoor unit

Sound pressure level to 1 m dB(A) 56 56 59 59 60 60 62

Sound power level dB(A) 66 66 69 69 70 70 72

Airflow m3/h 2800 2800 3200 4200 4000 6000 5200

Compressor type Rotary Rotary Rotary Rotary Scroll Scroll Scroll

Dimensions (WxHxD) mm 848x540x320 848x540x320 1018x700x412 980x790x427 1018x840x412 950x1250x412 1090×430×1370

Weight kg 32 40 59 70 90 112 115

Part number 1~230V - 50 Hz 7SP061779 7SP061780 7SP061781 7SP061782 7SP061783

Part number 3~400V - 50 Hz 7SP061784 7SP061785 7SP062812

Power supply 1~230V - 50 Hz

Power supply side Ind. & Out. Ind. & Out. Ind. & Out. Ind. & Out. Ind. & Out.

Power cable section mm2 3x1.0 - 3x1.5 3x1.0 - 3x2.5 3x1.0 - 3x4.0 3x1.0 - 3x6.0 3x1.0 - 3x6.0

Fuse rating am A 6 -16 6 - 20 6 - 25 6 - 32 6 - 40

Electrical connections mm2 2x0.75 2x0.75 2x0.75 2x0.75 2x0.75

Power supply 3~400V - 50 Hz

Power supply side Ind. & Out. Ind. & Out. Ind. & Out.

Power cable section mm2 3x1.0 - 5x2.5 3x1.0 - 5x2.5 3x1.0 - 5x2.5

Fuse rating am A 6 - 16 6 - 20 20.5

Electrical connections mm2 2x0.75 2x0.75 2x1

Pipe Line

Suction pipe diameter inches 1/2” 1/2” 5/8” 5/8” 3/4” 3/4” 3/8”

Liquid pipe diameter inches 1/4” 1/4” 3/8” 3/8” 1/2” 1/2” 3/4”

Max length m 20 20 30 30 50 50 50

Max height m 15 15 15 15 30 30 30


