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Cope of marking plate: 
 
 
 

ELECTRA MODEL: ASP 9 R410A RC 

PROD NO.: Fuse: 10A(G) Cooling : see outdoor 

TYPE: COSφ=0.95 Heating: see oudoor 

220-230V 50Hz IP20   Rev. A Dehumidification:  0.9l/h 

R-410A: Prated: 30W PS: 6.3MPa         Ps: 0.8MPa 

    Temp. Class : T1     Weight: 6kg 
 

ELECTRA MODEL: ASP 9 R410A ST 

PROD NO.: Fuse: 10A(G) Cooling : see outdoor 

TYPE: COSφ=0.95 Heating: see oudoor 

220-230V 50Hz IP20   Rev. A Dehumidification:  0.9 l/h 

R-410A: Prated: 30W PS: 6.3MPa         Ps: 0.8MPa 

    Temp. Class : T1     Weight: 6kg 
 

ELECTRA MODEL: ASP 12 R410A RC  

PROD NO.: Fuse: 10A(G) Cooling : see outdoor 

TYPE: COSφ=0.95 Heating: see oudoor 

220-230V 50Hz IP20   Rev. A Dehumidification:  1.1 l/h 

R-410A: Prated: 30W PS: 6.3MPa        Ps: 0.8MPa 

    Temp. Class : T1    Weight:7kg 
 

ELECTRA MODEL: ASP 12 R410A ST  

PROD NO.: Fuse: 10A(G) Cooling : see outdoor 

TYPE: COSφ=0.95 Heating: see oudoor 

220-230V 50Hz IP20   Rev. A Dehumidification:  1.1 l/h 

R-410A: Prated: 30W PS: 6.3MPa        Ps: 0.8MPa 

    Temp. Class : T1    Weight: 7kg 
 

ELECTRA MODEL: ASP 9 R410A Flat RC 

PROD NO.: Fuse: 10A(G) Cooling : see outdoor 

TYPE: COSφ=0.95 Heating: see oudoor 

220-230V 50Hz IP20   Rev. A Dehumidification:  0.9 l/h 

R-410A: Prated: 30W PS: 6.3MPa         Ps: 0.8MPa 

    Temp. Class : T1     Weight: 6kg 

 

ELECTRA MODEL: ASP 9 R410A Flat ST 

PROD NO.: Fuse: 10A(G) Cooling : see outdoor 

TYPE: COSφ=0.95 Heating: see oudoor 

220-230V 50Hz IP20   Rev. A Dehumidification:  0.9 l/h 

R-410A: Prated: 30W PS: 6.3MPa         Ps: 0.8MPa 

    Temp. Class : T1     Weight: 6kg 
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Cope of marking plate: 
 

ELECTRA MODEL: ASP 12 R410A Flat RC 

PROD NO.: Fuse: 10A(G) Cooling : see outdoor 

TYPE: COSφ=0.95 Heating: see oudoor 

220-230V 50Hz IP20   Rev. A Dehumidification:  1.1 l/h 

R-410A: Prated: 30W PS: 6.3MPa        Ps: 0.8MPa 

    Temp. Class : T1    Weight: 7kg 

 

ELECTRA MODEL: ASP 12 R410A Flat ST 

PROD NO.: Fuse: 10A(G) Cooling : see outdoor 

TYPE: COSφ=0.95 Heating: see oudoor 

220-230V 50Hz IP20   Rev. A Dehumidification:  1.1 l/h 

R-410A: Prated: 30W PS: 6.3MPa        Ps: 0.8MPa 

    Temp. Class : T1    Weight: 7kg 

 

ELECTRA MODEL: ASP 9 R410A DF RC 

PROD NO.: Fuse: 10A(G) Cooling : see outdoor 

TYPE: COSφ=0.95 Heating: see oudoor 

220-230V 50Hz IP20   Rev. A Dehumidification:  0.9 l/h 

R-410A: Prated: 30W PS: 6.3MPa         Ps: 0.8MPa 

    Temp. Class : T1     Weight: 6kg 

 

ELECTRA MODEL: ASP 9 R410A DF ST 

PROD NO.: Fuse: 10A(G) Cooling : see outdoor 

TYPE: COSφ=0.95 Heating: see oudoor 

220-230V 50Hz IP20   Rev. A Dehumidification:  0.9 l/h 

R-410A: Prated: 30W PS: 6.3MPa         Ps: 0.8MPa 

    Temp. Class : T1     Weight: 6kg 

 

ELECTRA MODEL: ASP 12 R410A DF RC 

PROD NO.: Fuse: 10A(G) Cooling : see outdoor 

TYPE: COSφ=0.95 Heating: see oudoor 

220-230V 50Hz IP20   Rev. A Dehumidification:  1.1 l/h 

R-410A: Prated: 30W PS: 6.3MPa        Ps: 0.8MPa 

    Temp. Class : T1    Weight: 7kg 

 

ELECTRA MODEL: ASP 12 R410A DF ST 

PROD NO.: Fuse: 10A(G) Cooling : see outdoor 

TYPE: COSφ=0.95 Heating: see oudoor 

220-230V 50Hz IP20   Rev. A Dehumidification:  1.1 l/h 

R-410A: Prated: 30W PS: 6.3MPa        Ps: 0.8MPa 

    Temp. Class : T1    Weight: 7kg 
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Summary of testing: 

1. Based on the modification, the clause 7 is considered, the relevant test was passed. 

2. For further information, please refer to original report 12012453 001. 

Test items particulars: 

Serial Number ............................................................... : Prototype samples without serial numbers. 

Additional information.................................................... : N(.A.) 

....................................................................................... :  

....................................................................................... :  

Test case verdicts 

Test case does not apply to the test object .................. : N(.A.) 

Test item does meet the requirement........................... : P(ass) 

Test item does not meet the requirement .................... : F(ail) 

Testing 

Date of receipt of test item ........................................... : 2007-01-16 

Date(s) of performance of test...................................... : 2007-01-16—2007-01-21 

General remarks 

 

This report is not valid as a CB Test Report unless signed by an approved CB Testing Laboratory and 

appended to a CB Test Certificate issued by an NCB in accordance with IECEE 02. 

 

The test results presented in this report relate only to the item tested. 

This test report shall not be reproduced except in full, without the written approval of the issuing testing laboratory. 

Clause numbers between brackets refer to clauses in IEC 60335-1 

"(see Enclosure #)" refers to an additional information appended to the report. 

"(see appended table)" refers to a table appended to the report. 

Throughout this report a comma is used as the decimal separator. 

 

Factory information: 

Factory 1:     Electra Air-Conditioning (Shenzhen) Co., Ltd. 

Address:      2 Wuhe Avenue S., Bantian, Buji, Shenzhen, Guangdong, P. R. China 

 

Factory 2:    ELECTRA CONSUMER PRODUCTS LTD. 

Address:      Sapir 1, Rishon Lezion, 75704, Israel 

 

History of amendments and modifications: 

Ref.No.12012453  001, dated 2005-11-19(original report); 

Ref.No.12012453  002 dated 2006-01-13 (modification report); 

Ref.No.12012453  003 dated 2006-03-03 (modification report); 

Ref.No.12012453 004, dated 2007-01-22(modification report); 
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Description of modification:  

 

This report has three issues: 
 
1: Changed the applicant and manufacturer name and address 

The applicant and manufacturer name and address are changed for all issued models from 

report 12012453 001 to 12012453 004: 

� Original name: Electra Air-Conditioning (Shenzhen) Co.,Ltd.  

� Original address: 2 Wuhe Avenue S., Bantian, Buji, Shenzhen, Guangdong, P. R. China 

� New name: ELECTRA CONSUMER PRODUCTS  

� New address: 21 Aminadav St, Tel-Aviv, 67067 Israel. 

2: Add a new factory for all issued models from report 12012453 001 to 12012453 004  

� Name: ELECTRA CONSUMER PRODUCTS LTD.   

� Address: Sapir 1, Rishon Lezion, 75704, Israel. 

 

3. Add new models (see model list on page 6), the new models are identical with issued model Alpha 
series models or OMEGA series models respectively except the outlook appearance and evaporator is 
different, details please refer to nameplate and photo document. 
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Model list:  

 

No. New models Rated voltage Rated 
power 
input 

Refrigerant Original models/ 
Corresponding report 

1 ASP 9 R410A RC 220-230V 50Hz 30W R410A 
Alpha 9RC R410A /  

12012453 001 

2 ASP 9 R410A ST 220-230V 50Hz 30W R410A 
Alpha 9ST R410A /  

12012453 001 

3 ASP 12 R410A RC 220-230V 50Hz 30W R410A 
Alpha 12RC R410A / 
12012453 001 

4 ASP 12 R410A ST 220-230V 50Hz 30W R410A 
Alpha 12ST R410A / 
12012453 001 

5 ASP 9 R410A Flat RC 220-230V 50Hz 30W R410A 
OMEGA 9RC R410A /    
12012453 001 

6 ASP 9 R410A Flat ST 220-230V 50Hz 30W R410A 
OMEGA 9ST R410A /    
12012453 001 

7 ASP 12 R410A Flat RC 220-230V 50Hz 30W R410A 
OMEGA 12RC R410A /  
12012453 001 

8 ASP 12 R410A Flat ST 220-230V 50Hz 30W R410A 
OMEGA 12ST R410A /  
12012453 001 

9 ASP 9 R410A DF RC 220-230V 50Hz 30W R410A 
Delta 9 RC fixed RPM /  
12012453 002 

10 ASP 9 R410A DF ST 220-230V 50Hz 30W R410A 
Delta 9 ST fixed RPM /   
12012453 002 

11 ASP 12 R410A DF RC 220-230V 50Hz 30W R410A 
Delta 12 RC fixed RPM 
/ 12012453 002 

12 ASP 12 R410A DF ST 220-230V 50Hz 30W R410A 
Delta 12 ST fixed RPM / 
12012453 002 
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IEC 60335-2-40 

Clause Requirement - Test Result - Remark Verdict 
 

7 MARKING  P 

7.1 Rated voltage or voltage range (V)  : 220-230V  P 

 Symbol for nature of supply including number of 
phases, unless for single phase operation (IEC 
60335-2-40:1995) 

 ~  P 

 Rated frequency or frequency range (Hz)  : 50Hz P 

 Rated input or rated current See rating label. P 

 Manufacturer's or responsible vendor's name, 
trademark or identification mark 

ELECTRA P 

 Model or type reference See rating label P 

 Symbol for Class II Class I appliance N/A 

 Symbol for degree of protection against ingress of 
water, other than IPX0 (IEC 60335-2-40:1995) 

IP20 (Not marked) N/A 

 Mass of the refrigerant or of each refrigerant in a blend 
(except for azeotropic type (IEC 60335-2-40:1995) 

 N/A 

 Refrigerant identification (IEC 60335-2-40:1995) R410A P 

 Permissible excessive operating pressure in pascals for 
sanitary hot water heat pumps (IEC 60335-2-40:1995) 

 N/A 

 Excessive operating pressure of the refrigerant circuit 
for suction and discharge, if they differ (IEC 
60335-2-40:1995) 

See rating label P 

 The maximum operating pressure for the heat 
exchanger (IEC 60335-2-40/A1:2000) 

See rating label P 

 Separate marking of the appliances with all the rated 
characteristics of the supplementary heaters (IEC 
60335-2-40:1995) 

 N/A 

 Marking of the direction of the fluid flow (IEC 
60335-2-40:1995) 

 N/A 

 
--End of report-- 



  
Report Number: 12012453 004  
  
Model: ASP series models (see report) 
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Picture 1: For model ASP 9 series, ASP 12 series 
 
 
 

 
Picture 2:  For model ASP9 R410A Flat series, ASP12 R410A Flat series 
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Picture 3:  For model ASP9 R410A DF series, ASP12 R410A DF series. 
 

 




