
PRODUCT LEAFLET I February 2022

FFMD
Floor-Ceiling

Fixed speed
Cooling & heating

+ PRODUCTS

•	RC19 remote control included
•	Alarm output and dry contact
•	Long air supply distance up to 

11 m
•	4D airflow

FEATURES

TECHNOLOGY

GOLDEN FIN
TREATMENT

AIR QUALITY/CLEAN:

AIR FILTER

USER FUNCTIONS:

TIMER I FEEL NIGHT MODE REMOTE CONTROL 
LOCK

RESTART

AUTO RESTART 
(MEMORY)

INSTALLER FUNCTIONS:

ERROR PART NUMBER 
VIA INDOOR UNIT

SELF DIAGNOSTIC TECHNICIAN TEST 
MODE

TEST
MODE

THE  «SUSTAINABLE DEVELOPMENT»
	> Choice of installation options: wall or ceiling-mounted.

THE  «INSTALLER»
	> Parameters can be read on the indoor unit.

THE  «TECHNOLOGY»
	> High corrosion resistance with the Golden Fin.

RC19  
included

R410A

OPTIONS

ACCESSORY PART 
NUMBER PHOTO FUNCTION

Wired single control 
RCW6 7ACEL1704 •	Mode, fan speed, real time, timer, temperature, weekly timer 

and swing.

Wired single control 
RCW8 7ACEL1706 •	Mode, fan speed, timer On/Off, temperature and swing.

4 dimensional airflow 
FOR MAXIMUM COMFORT

up to 11 m

Sale out of European Union



10, RUE DU FORT DE SAINT CYR - 78180 MONTIGNY LE BRETONNEUX, FRANCE 
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DINDOOR UNIT   FFMD-100N-01T25 FFMD-140N-01M25 FFMD-160N-01M25

Part number   7SP012311 7SP012312 7SP012313

Phase   Three phase Three phase Three phase

COOLING        

Rated power kW 10.55 14.07 16.12

Rated power input kW 3.51 5.45 6.4

EER/Energy label   3.01/B 2.58/E 2.52/E

Operating limits °C 18°~43° Dry bulb

HEATING        

Rated power kW 11.14 16.12 17.59

Rated power input kW 3.47 5.08 5.8

COP/Energy label   3.21/C 3.17/D 3.03/D

Operating limits °C -7°~24° Dry bulb

INDOOR UNIT        

Sound pressure level to 1 m (LS/MS/HS) dB(A) 45/48.5/53 48.0/51.0/54.0 48.0/50.6/54.5

Airflow (LS/MS/HS) m³/h 1331/1536/1819 2000/2150/2350 1636/1846/2267

Dehumidification l/h 3.6 4.8 5.5

Outline dimensions (WxHxD) mm 1285x235x675 1650x235x675 1650x235x675

Package dimensions (WxHxD) mm 1360x318x755 1725x318x755 1725x318x755

Net weight/Gross weight kg 29.9/35.5 39/45 39/45

OUTDOOR UNIT   YFAD-100R-01T35 YFAD-140R-01T35 YFAD-160R-01T35

Part number   7SP063184 7SP063185 7SP063186

Sound pressure level to 1 m dB(A) 62.5 62 61.5

Airflow m³/h 3800 6000 6000

Compressor type   Rotary Scroll Scroll

Outline dimensions (WxHxD) mm 946x810x410 900x1170x350 900x1170x350

Package dimensions (WxHxD) mm 1090x885x500 1032x1307x443 1032x1307x443

Net weight/Gross weight kg 73.0/77.5 98.6/109.3 99.7/111.2

POWER SUPPLY        

Phase/Voltage/Frequency   3P/380-415V/50Hz 3P/380-415V/50Hz 3P/380-415V/50Hz

Power supply side   Indoor & Outdoor Indoor & Outdoor Indoor & Outdoor

Power cable section mm² 5x2.5 5x2.5 5x2.5

Fuse rating am (D curve) A 3x10 3x16 3x16

Electrical connections mm² 3x1.5 / 3x1.0 5x2.5 / 3x1.0 5x2.5 / 3x1.0

PIPE LINE        

Suction pipe diameter inches 3/4” 3/4” 3/4”

Liquid pipe diameter inches 3/8” 3/8” 3/8”

Max. length m 30 50 50

Max. height m 20 30 30

Refrigerant/GWP   R410A/2088 R410A/2088 R410A/2088

Charge (5 m) kg 2.85 3.3 3.3

Additional charge g/m 30 30 30

TECHNICAL DATA

COMBINATIONS

INDOOR UNIT COMPATIBLE WITH 
OUTDOOR UNIT

CONSOLE MONOSPLIT

FFMD
YFAD


