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q  Subject: 
Airwell started the new generation of HKD/HND since November 2015  
(HKD/HND 2016). In this new generation, the power supply is from outdoor side.  
But there is the possibility to mix match between new and the old products from 
year 2014/2015 for special case of field solution.



[ COMPATIBILITY BETWEEN GENERATIONS ]

q  Old generation and new generation are compatible in the two way referring to table below.

Following table shows the matching possibility of new and old products.

Model Matching between old (2014/2015) and new (2016) HND/HKD

HKD009/YKD009 OK

HKD012/YKD012 OK

HKD018/YKD018 OK

HKD024/YKD024 OK

HND009/YND009 OK

HND012/YND012 Ok

HND018/YND018 Not compatible

HND024/YND024 Ok

Product list:

Range Model Part number
(old)

Part number
(new)

HKD

AWSI-HKD009-N11 7SP022990W 7SP023030

AWSI-HKD012-N11 7SP022991W 7SP023031

AWSI-HKD018-N11 7SP022992W 7SP023032

AWSI-HKD024-N11 7SP022993W 7SP023033

YKD

AWAU-YKD009-H11 7SP062813 7SP062874

AWAU-YKD012-H11 7SP062814 7SP062875

AWAU-YKD018-H11 7SP062815 7SP062876

AWAU-YKD024-H11 7SP062816 7SP062877

HND

AWSI-HND009-N11 7SP022994W 7SP023034

AWSI-HND012-N11 7SP022995W 7SP023035

AWSI-HND018-N11 7SP022996W 7SP023036

AWSI-HND024-N11 7SP022997W 7SP023037

YND

AWAU-YND009-H11 7SP062817 7SP062878

AWAU-YND012-H11 7SP062818 7SP062879

AWAU-YND018-H11 7SP062819 7SP062880

AWAU-YND024-H11 7SP062820 7SP062881



q   Please note that 2014 range had terminal with W replaced by 1 since 2015.

Model 09/12

INDOOR UNIT (old)

Power supply

OUTDOOR UNIT (new)

Cable sizes:
 Inter connection: 4 x 1.5 mm² (by installer)
 Power input cable: 3 x 1.5 mm² (by installer)

INDOOR UNIT (new)

OUTDOOR UNIT (old)

Power supply

Cable sizes:
 Inter connection: 4 x 1.5 mm² (by installer)
 Power input cable: 3 x 1.5 mm² (by installer)

Model 18

INDOOR UNIT (old)

OUTDOOR UNIT (new)

Power supply

Cable sizes:
 Inter connection: 4 x 1.5 mm² (by installer)
 Power input cable: 3 x 1.5 mm²

INDOOR UNIT (new)

OUTDOOR UNIT (old)

Power supply

Cable sizes:
 Inter connection: 4 x 1.5 mm² (by installer)
 Power input cable: 3 x 1.5 mm² (by installer)

Model 24

INDOOR UNIT (old)

OUTDOOR UNIT (new)
Power supply

Cable sizes:
 Inter connection: 4 x 1.5 mm² (by installer)
 Power input cable: 3 x 1.5 mm² (by installer)

INDOOR UNIT (new)

OUTDOOR UNIT (old) Power supply

Cable sizes:
 Inter connection: 4 x 1.5 mm² (by installer)
 Power input cable: 3 x 1.5 mm² (by installer)
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Our Aftersales Service

Tel.   +33 (0)1 76 21 82 95

SPARE PARTS ORDERS:
e-mail  sp@airwell-res.com

TECHNICAL SUPPORT:
e-mail  technical-spfr@airwell-res.com

Export


