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Model Lists Alfu’ea

1. Model Lists

1.1 Indoor Units
R410A (capacity multiplied by 1000Btu/h)

Type Function 12 18 24 30 36 48 60

Four-way cassette(compact) Cooling and heating [ J [ J
Super slim cassette Cooling and heating [ ] [ ] [ ] ([
Duct Cooling and heating [ [ o o o o o
Ceiling-floor Cooling and heating [ [ o o (] (] o

1.2 Outdoor Units

Universal Outdoor unit Model Compressor type Compressor Brand Matched indoor units
AWSI-CBF012-N11
AWAU-YOF012-H11 Rotary GMCC AWSI-DBF012-N11

AWSI-FCF012-N11

AWSI-CBF018-N11
AWAU-YOF018-H11 Rotary GMCC AWSI-DBF018-N11
AWSI-FCF018-N11

AWSI-CBF024-N11
AWAU-YOF024-H11 Rotary GMCC AWSI-DBF024-N11
AWSI-FCF024-N11

AWSI-DBF030-N11

AWAU-YOF030-H11 Rotary GMCC
AWSI-FCF030-N11

AWAU-YOF036-H11 Scroll Sanyo AWSI-CBF036-N11

AWSI-DBF036-N11

AWAU-YOF036-H13 Scroll Sanyo AWSI-FCF036-N11

AWSI-CBF048-N11
AWAU-YOF048-H13 Scroll Sanyo AWSI-DBF048-N11
AWSI-FCF048-N11

AWSI-CBF060-N11
AWAU-YOF060-H13 Scroll Sanyo AWSI-DBF060-N11
AWSI-FCF060-N11

2 General Information
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External Appearance

2. External Appearance
2.1 Indoor Units

Compact Four-way cassette

Super slim cassette

Ceiling-Floor

Duct

2.2 Outdoor Units

Single fan outdoor unit

Double fan outdoor unit

General Information
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Product specification
3. Product specification

Model Indoor Unit AWSI-CBF012-N11
Model Outdoor Unit AWAU-YOF012-H11
Installation Method of Pipe Flared
Characteristics Units Cooling Heating
Rated Capacity kw 34 3,6
Input power kw 1,15 1,15
EER/Energy Label W/W 296/C 3,13/D
Power supply V/IPh/Hz 220~240-1-50
Circuit breaker rating A 16

Fan type & quantity Centrifugal fan x1

Fan speeds H/M/L RPM 780/540/430

Air flow @ H/M/L m3/hr 800/710/560

External static pressure Min-Max Pa /

Sound power level ¥ H/MIL dB(A) 56

Sound pressure level® H/M/L dB(A) 46/43/40

Moisture removal I/hr 1,1
% Condensate drain tube I.D mm OD®25
Q | bimensions WxHXD mm 570x260x570
Z | Weight kg 15
Package dimensions LXWxH mm 655x655x290
Packaged weight kg 18
Frame outline dimensions WxHxD mm 647x50x647
Frame Weight kg 2.5
Frame package dimensions LXWxH mm 715x715x123
Frame Packaged weight kg 45
Stacking height units 8
Refrigerant control Capillary
Compressor type. model Rotary
Fan type & quantity Axial x 1
Fan speeds H/L RPM 800
Air flow H/L m3/hr 1800
Sound power level® H/L dB(A) 65
Sound pressure level® H/L dB(A) 55
« | Dimensions WxHxD mm 780x540x250
8 Weight kg 28
E Package dimensions LXWxH mm 910x335x585
8 Packaged weight kg 30
Stacking height units 4
Refrigerant type R410A
Refrigerant charge (standard connecting tubing length) kg(5m) 0.96
Additional charge per 1 meter gr/1m 20
Liquid line In.(mm) 1/4"(96.35)
. . Suction line In.(mm) 1/2"(P12.7)
Connections between units -
Max.tubing length m. 20
Max.height difference m. 10
Operation control type Remote control

General Information
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Product specification

Model Indoor Unit

AWSI-DBF012-N11

Model Outdoor Unit

AWAU-YOF012-H11

Installation Method of Pipe Flared
Characteristics Units Cooling Heating
Rated Capacity kw 3.5 3.6
Input power kW 1.18 1.10
EER/Energy Label wiw 296/C 3.25/C
Power supply V/Ph/Hz 220~240-1-50
Circuit breaker rating A 16
Fan type & quantity Centrifugal fan x2
Fan speeds H/M/L RPM 1270/960/860
Air flow @ H/M/L m3/hr 800/610/520
External static pressure Min-Max Pa 30(0~40)
Sound power level ) H/MIL dB(A) 53
% Sound pressure level® H/M/L dB(A) 43/37/31
8 Moisture removal Ilhr 1,1
Z | Condensate drain tube I.D mm oD®25
Dimensions WxHxD mm 700x210x635
Weight kg 20
Package dimensions LxWxH mm 915x655x290
Packaged weight kg 25
Stacking height units 6
Refrigerant control Capillary
Compressor type. model Rotary
Fan type & quantity Axial x 1
Fan speeds H/L RPM 800
Air flow H/L m3/hr 1800
Sound power level® H/L dB(A) 65
Sound pressure level® H/L dB(A) 55
| Dimensions WxHxD mm 780x540x250
8 Weight kg 28
e Package dimensions LxWxH mm 910x335x585
8 Packaged weight kg 30
Stacking height units 4
Refrigerant type R410A
Refrigerant charge (standard connecting tubing length) kg(5m) 0.96
Additional charge per 1 meter gr/1m 20
Liquid line In.(mm) 1/4"(96.35)
Connections between units Suction .Iine In.(mm) 1/2"(®12.7)
Max.tubing length m. 20
Max.height difference m. 10

Operation control type

Wired remote control

General Information
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A irwell

Model Indoor Unit

AWSI-FCF012-N11

Model Outdoor Unit

AWAU-YOF012-H11

Installation Method of Pipe Flared
Characteristics Units Cooling Heating
Rated Capacity kW 3,5 3,6
Input power kW 1,20 1,10
EER/Energy Label wiw 29/C 3,28/C
Power supply V/Ph/Hz 220~240-1-50
Circuit breaker rating A 16
Fan type & quantity Centrifugal fan x2
Fan speeds H/M/L RPM 756/666/592
Air flow @ H/M/L m3/hr 700/630/550
External static pressure Min-Max Pa /
Sound power level ) H/MIL dB(A) 62
% Sound pressure level® H/M/L dB(A) 52/46/41
8 Moisture removal I/hr 1,2
Z | Condensate drain tube I.D mm oD®b25
Dimensions WxHxD mm 1068x235x675
Weight kg 23
Package dimensions LXWxH mm 1145x755%x313
Packaged weight kg 28
Stacking height units 6
Refrigerant control Capillary
Compressor type. model Rotary
Fan type & quantity Axial x 1
Fan speeds H/L RPM 800
Air flow H/L m3/hr 1800
Sound power level® H/L dB(A) 65
Sound pressure level® H/L dB(A) 55
| Dimensions WxHxD mm 780x540x250
8 Weight kg 28
E Package dimensions LXWxH mm 910x335x585
8 Packaged weight kg 30
Stacking height units 4
Refrigerant type R410A
Refrigerant charge (standard connecting tubing length) kg(5m) 0.96
Additional charge per 1 meter gr/1m 20
Liquid line In.(mm) 1/4"($6.35)
Connections between units Suction -Iine In.(mm) 1/2"(®12.7)
Max.tubing length m. 20
Max.height difference m. 10

Operation control type

Remote control

General Information
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Model Indoor Unit AWSI-CBF018-N11
Model Outdoor Unit AWAU-YOF018-H11
Installation Method of Pipe Flared
Characteristics Units Cooling Heating
Rated Capacity kW 5,2 5,6
Input power kW 1,99 1,79
EER/Energy Label wiw 261/D 3,13/D
Power supply V/Ph/Hz 220~240-1-50
Circuit breaker rating A 16
Fan type & quantity Centrifugal fan x1
Fan speeds H/M/L RPM 1000/875/710
Air flow @ H/M/L m3/hr 800/710/560
External static pressure Min-Max Pa /
Sound power level ) H/MIL dB(A) 56
Sound pressure level® H/M/L dB(A) 46/43/40
Moisture removal Ilhr 1,9
% Condensate drain tube I.D mm OoD®d25
8 Dimensions | WxHxD mm 570x260x570
Z | Weight kg 17.5
Package dimensions | LXWxH mm 655x655x290
Packaged weight kg 20
Frame outline dimensions | WxHxXD mm 647x50x647
Frame Weight kg 25
Frame package dimensions | LXWxH mm 715x715x123
Frame Packaged weight kg 45
Stacking height units 8
Refrigerant control Capillary
Compressor type. model Rotary
Fan type & quantity Axial x 1
Fan speeds H/L RPM 890
Air flow H/L m3/hr 2400
Sound power level® H/L dB(A) 68
Sound pressure level® H/L dB(A) 58
| Dimensions WxHxXD mm 760x590x285
8 Weight kg 37
E Package dimensions LXWxH mm 887x355x645
8 Packaged weight kg 39
Stacking height units 4
Refrigerant type R410A
Refrigerant charge (standard connecting tubing length) kg(5m) 1.4
Additional charge per 1 meter gr/1m 20
Liquid line In.(mm) 1/4"(96.35)
. . Suction line In.(mm) 1/2"(P12.7)
Connections between units -
Max.tubing length m. 25
Max.height difference m. 15
Operation control type Remote control
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Model Indoor Unit

AWSI-DBF018-N11

Model Outdoor Unit

AWAU-YOF018-H11

Installation Method of Pipe Flared
Characteristics Units Cooling Heating
Rated Capacity kw 5.1 5.5
Input power kW 2.11 1.87
EER/Energy Label wiw 241/ E 294 /D
Power supply V/Ph/Hz 220~240-1-50
Circuit breaker rating A 16
Fan type & quantity Centrifugal fan x2
Fan speeds H/M/L RPM 1150/800/700
Air flow @ H/M/L m3/hr 1170/770/650
External static pressure Min-Max Pa 30(0~70)
Sound power level ) H/MIL dB(A) 54
% Sound pressure level® H/M/L dB(A) 44/37/33
8 Moisture removal I/hr 1,9
Z | Condensate drain tube I.D mm OD®25
Dimensions WxHxD mm 920x210x635
Weight kg 24
Package dimensions LxWxH mm 1135x655%x290
Packaged weight kg 28
Stacking height units 6
Refrigerant control Capillary
Compressor type. model Rotary
Fan type & quantity Axial x 1
Fan speeds H/L RPM 890
Air flow H/L m3/hr 2400
Sound power level® H/L dB(A) 68
Sound pressure level® H/L dB(A) 58
| Dimensions WxHxD mm 760x590x285
8 Weight kg 37
E Package dimensions LxWxH mm 887x355x645
8 Packaged weight kg 39
Stacking height units 4
Refrigerant type R410A
Refrigerant charge (standard connecting tubing length) kg(5m) 1.4
Additional charge per 1 meter gr/1m 20
Liquid line In.(mm) 1/4"(96.35)
Connections between units Suction .Iine In.(mm) 1/2"(®P12.7)
Max.tubing length m. 25
Max.height difference m. 15

Operation control type

Wired remote control

General Information




A’U’u}ea Product specification

Model Indoor Unit AWSI-FCF018-N11
Model Outdoor Unit AWAU-YOF018-H11
Installation Method of Pipe Flared
Characteristics Units Cooling Heating
Rated Capacity kW 5,6 5,8
Input power kW 2,14 1,8
EER/Energy Label wiw 261/D 3,22/C
Power supply V/Ph/Hz 220~240-1-50
Circuit breaker rating A 16
Fan type & quantity Centrifugal fan x2
Fan speeds H/M/L RPM 1310/1190/1040
Air flow @ H/M/L m3/hr 1300/1050/900
External static pressure Min-Max Pa /
Sound power level ) H/MIL dB(A) 62
% Sound pressure level® H/M/L dB(A) 52/46/41
8 Moisture removal I/hr 1,9
Z | Condensate drain tube I.D mm OD®25
Dimensions | WxHxD mm 1068x235x675
Weight kg 24
Package dimensions | LXWxH mm 1145x755x313
Packaged weight kg 29
Stacking height units 6
Refrigerant control Capillary
Compressor type. model Rotary
Fan type & quantity Axial x 1
Fan speeds H/L RPM 890
Air flow H/L m3/hr 2400
Sound power level® H/L dB(A) 68
Sound pressure level® H/L dB(A) 58
| Dimensions WxHxD mm 760x590x285
8 Weight kg 37
E Package dimensions LXWxH mm 887x355x645
8 Packaged weight kg 39
Stacking height units 4
Refrigerant type R410A
Refrigerant charge (standard connecting tubing length) kg(5m) 1.4
Additional charge per 1 meter gr/1m 20
Liquid line In.(mm) 1/4"($6.35)
Connections between units Suction -Iine In.(mm) 1/2"(®12.7)
Max.tubing length m. 25
Max.height difference m. 15
Operation control type Remote control
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Model Indoor Unit

AWSI-CBF024-N11

Model Outdoor Unit

AWAU-YOF024-H11

Installation Method of Pipe Flared
Characteristics Units Cooling Heating
Rated Capacity kW 6,8 7,4
Input power kW 2,61 2,49
EER/Energy Label wiw 261/D 297/D
Power supply V/Ph/Hz 220~240-1-50
Circuit breaker rating A 25
Fan type & quantity Centrifugal fan x1
Fan speeds H/M/L RPM 580/510/430
Air flow @ H/M/L m3/hr 1200/1050/900
External static pressure Min-Max Pa /
Sound power level ) H/MIL dB(A) 58
Sound pressure level® H/M/L dB(A) 48/45/42
Moisture removal I/hr 2.4
% Condensate drain tube I.D mm OoD®32
8 Dimensions WxHxD mm 840x205x840
Z | Weight kg 23
Package dimensions LXWxH mm 900x900x225
Packaged weight kg 27
Frame outline dimensions WxHxD mm 950x55x950
Frame Weight kg 5
Frame package dimensions LXWxH mm 1035x1035x90
Frame Packaged weight kg 8
Stacking height units 9
Refrigerant control Capillary
Compressor type. model Rotary
Fan type & quantity Axial x 1
Fan speeds H/L RPM 900
Air flow H/L m3/hr 2700
Sound power level® H/L dB(A) 69
Sound pressure level® H/L dB(A) 59
| Dimensions WxHxXD mm 845x700x320
8 Weight kg 48
E Package dimensions LXWxH mm 965x395x755
8 Packaged weight kg 54.5
Stacking height units 3
Refrigerant type R410A
Refrigerant charge (standard connecting tubing length) kg(5m) 1.8
Additional charge per 1 meter gr/1m 40
Liquid line In.(mm) 3/8"(99.52)
. . Suction line In.(mm) 5/8"(®15.9)
Connections between units -
Max.tubing length m. 25
Max.height difference m. 15

Operation control type

Remote control
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Product specification

Model Indoor Unit

AWSI-DBF024-N11

Model Outdoor Unit

AWAU-YOF024-H11

Installation Method of Pipe Flared
Characteristics Units Cooling Heating
Rated Capacity kw 7.2 7.4
Input power kW 2.62 2.52
EER/Energy Label wiw 275/D 2.93/D
Power supply V/Ph/Hz 220~240-1-50
Circuit breaker rating A 25
Fan type & quantity Centrifugal fan x2
Fan speeds H/M/L RPM 1000/750/680
Air flow @ H/M/L m3/hr 1400/1100/1000
External static pressure Min-Max Pa 40(0~70)
Sound power level ) H/MIL dB(A) 54
% Sound pressure level® H/M/L dB(A) 44/37/34
8 Moisture removal I/hr 2,4
Z | Condensate drain tube I.D mm oD®25
Dimensions WxHxD mm 920x270x635
Weight kg 26.5
Package dimensions LxWxH mm 1135x655x350
Packaged weight kg 32
Stacking height units 6
Refrigerant control Capillary
Compressor type. model Rotary
Fan type & quantity Axial x 1
Fan speeds H/L RPM 900
Air flow H/L m3/hr 2700
Sound power level® H/L dB(A) 69
Sound pressure level® H/L dB(A) 59
| Dimensions WxHxD mm 845x700x320
8 Weight kg 48
E Package dimensions LxWxH mm 965x395x755
8 Packaged weight kg 54.5
Stacking height units 3
Refrigerant type R410A
Refrigerant charge (standard connecting tubing length) kg(5m) 1.8
Additional charge per 1 meter gr/1m 40
Liquid line In.(mm) 3/8"(99.52)
Connections between units Suction .Iine In.(mm) S/8"(©15.9)
Max.tubing length m. 25
Max.height difference m. 15

Operation control type

Wired remote control

General Information
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Product specification

Model Indoor Unit AWSI-FCF024-N11
Model Outdoor Unit AWAU-YOF024-H11
Installation Method of Pipe Flared
Characteristics Units Cooling Heating
Rated Capacity kW 7,1 7,5
Input power kW 2,68 2,46
EER/Energy Label wiw 265/D 3,05/D
Power supply V/Ph/Hz 220~240-1-50
Circuit breaker rating A 25
Fan type & quantity Centrifugal fan x2
Fan speeds H/M/L RPM 1310/1190/1040
Air flow @ H/M/L m3/hr 1400/1200/1000
External static pressure Min-Max Pa /
Sound power level ) H/MIL dB(A) 63
% Sound pressure level® H/M/L dB(A) 53/48/42
8 Moisture removal I/hr 2,3
Z | Condensate drain tube I.D mm oD®b25
Dimensions | WxHxD mm 1068x235x675
Weight kg 24
Package dimensions | LXWxH mm 1145x755x313
Packaged weight kg 29
Stacking height units 6
Refrigerant control Capillary
Compressor type. model Rotary
Fan type & quantity Axial x 1
Fan speeds H/L RPM 900
Air flow H/L m3/hr 2700
Sound power level® H/L dB(A) 69
Sound pressure level® H/L dB(A) 59
| Dimensions WxHxD mm 845x700x320
8 Weight kg 48
E Package dimensions LXWxH mm 965x395x755
8 Packaged weight kg 54.5
Stacking height units 3
Refrigerant type R410A
Refrigerant charge (standard connecting tubing length) kg(5m) 1.8
Additional charge per 1 meter gr/1m 40
Liquid line In.(mm) 3/8"(99.52)
Connections between units Suction -Iine In.(mm) S/8"(©15.9)
Max.tubing length m. 25
Max.height difference m. 15
Operation control type Remote control

12 General Information
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Product specification

Model Indoor Unit

AWSI-DBF030-N11

Model Outdoor Unit

AWAU-YOF030-H11

Installation Method of Pipe Flared
Characteristics Units Cooling Heating
Rated Capacity kw 8.7 9.1
Input power kW 3.24 2.79
EER/Energy Label wiw 2.68/D 3.26/C
Power supply V/Ph/Hz 220~240-1-50
Circuit breaker rating A 30
Fan type & quantity Centrifugal fan x2
Fan speeds H/M/L RPM 935/700/620
Air flow @ H/M/L m3/hr 2250/1940/1720
External static pressure Min-Max Pa 50(0~80)
Sound power level H/MIL dB(A) 58
% Sound pressure level® H/M/L dB(A) 48/42/40
8 Moisture removal I/hr 2,5
Z | Condensate drain tube I.D mm oD®25
Dimensions WxHxD mm 1140x270x775
Weight kg 37
Package dimensions LxWxH mm 1355x795x350
Packaged weight kg 43
Stacking height units 6
Refrigerant control Capillary
Compressor type. model Rotary
Fan type & quantity Axial x 1
Fan speeds H/L RPM 830
Air flow H/L m3/hr 5200
Sound power level® H/L dB(A) 71
Sound pressure level® H/L dB(A) 61
| Dimensions WxHxD mm 990x965x345
8 Weight kg 67.1/77.2
E Package dimensions LxWxH mm 1120x435x1100
8 Packaged weight kg 77.2
Stacking height units 2
Refrigerant type R410A
Refrigerant charge (standard connecting tubing length) kg(5m) 2.3
Additional charge per 1 meter gr/1lm 40
Liquid line In.(mm) 3/8"(99.52)
Connections between units Suction .Iine In.(mm) 3/4"(019)
Max.tubing length m. 25
Max.height difference m. 15

Operation control type

Wired remote control

General Information
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Model Indoor Unit

AWSI-FCF030-N11

Model Outdoor Unit

AWAU-YOF030-H11

Installation Method of Pipe Flared
Characteristics Units Cooling Heating
Rated Capacity kw 8,9 9,4
Input power kW 3,07 2,92
EER/Energy Label wiw 29/C 3,22/ C
Power supply V/Ph/Hz 220~240-1-50
Circuit breaker rating A 30
Fan type & quantity Centrifugal fan x3
Fan speeds H/M/L RPM 1370/1300/1225
Air flow @ H/M/L m3/hr 1750/1400/1250
External static pressure Min-Max Pa /
Sound power level ) H/MIL dB(A) 64
% Sound pressure level® H/M/L dB(A) 54/49/45
8 Moisture removal I/hr 2,5
Z | Condensate drain tube I.D mm oD®25
Dimensions WxHxD mm 1285x235x675
Weight kg 29
Package dimensions LxWxH mm 1360x755x313
Packaged weight kg 36
Stacking height units 6
Refrigerant control Capillary
Compressor type. model Rotary
Fan type & quantity Axial x 1
Fan speeds H/L RPM 830
Air flow H/L m3/hr 5200
Sound power level® H/L dB(A) 71
Sound pressure level® H/L dB(A) 61
| Dimensions WxHxD mm 990x965x345
8 Weight kg 67.1/77.2
E Package dimensions LxWxH mm 1120x435x1100
8 Packaged weight kg 77.2
Stacking height units 2
Refrigerant type R410A
Refrigerant charge (standard connecting tubing length) kg(5m) 2.3
Additional charge per 1 meter gr/1lm 40
Liquid line In.(mm) 3/8"(99.52)
Connections between units Suction .Iine In.(mm) 3/4"(019)
Max.tubing length m. 25
Max.height difference m. 15

Operation control type

Remote control
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Product specification

Model Indoor Unit

AWSI-CBF036-N11

Model Outdoor Unit

AWAU-YOF036-H11

Installation Method of Pipe Flared
Characteristics Units Cooling Heating
Rated Capacity kW 10 11
Input power kW 3,97 3,57
EER/Energy Label wiw 252/E 3,08/D
Power supply V/Ph/Hz 220~240-1-50
Circuit breaker rating A 30
Fan type & quantity Centrifugal fan x1
Fan speeds H/M/L RPM 690/610/540
Air flow @ H/M/L m3/hr 1800/1600/1400
External static pressure Min-Max Pa /
Sound power level ) H/MIL dB(A) 61
Sound pressure level® H/M/L dB(A) 51/47/43
Moisture removal Ilhr 2,9
% Condensate drain tube I.D mm OoD®32
8 Dimensions WxHxD mm 840x245x840
Z | Weight kg 25
Package dimensions LXWxH mm 900x900x265
Packaged weight kg 28.5
Frame outline dimensions WxHxD mm 950x55x950
Frame Weight kg 5
Frame package dimensions LXWxH mm 1035x1035x90
Frame Packaged weight kg 8
Stacking height units 7
Refrigerant control Capillary
Compressor type. model Scroll
Fan type & quantity Axial x 1
Fan speeds H/L RPM 830
Air flow H/L m3/hr 5500
Sound power level® H/L dB(A) 71
Sound pressure level® H/L dB(A) 61
| Dimensions WxHxXD mm 990x965x345
8 Weight kg 84.5
E Package dimensions LXWxH mm 1120x435x1100
8 Packaged weight kg 94.5
Stacking height units 2
Refrigerant type R410A
Refrigerant charge (standard connecting tubing length) kg(5m) 2.6
Additional charge per 1 meter gr/1m 40
Liquid line In.(mm) 3/8"(99.52)
. . Suction line In.(mm) 3/4"($19)
Connections between units -
Max.tubing length m. 30
Max.height difference m. 20
Operation control type Remote control
General Information 15




Product specification
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Model Indoor Unit

AWSI-DBF036-N11

Model Outdoor Unit

AWAU-YOF036-H11

Installation Method of Pipe Flared
Characteristics Units Cooling Heating
Rated Capacity kw 104 11.6
Input power kW 4.31 3.60
EER/Energy Label wiw 241/ E 3.22/C
Power supply V/Ph/Hz 220~240-1-50
Circuit breaker rating A 30
Fan type & quantity Centrifugal fan x2
Fan speeds H/M/L RPM 1070/790/710
Air flow @ H/M/L m3/hr 2270/1890/1650
External static pressure Min-Max Pa 50(0~80)
Sound power level ) H/MIL dB(A) 59
% Sound pressure level® H/M/L dB(A) 49/43/40
8 Moisture removal I/hr 2,9
Z | Condensate drain tube I.D mm oD®25
Dimensions WxHxD mm 1140x270x775
Weight kg 36
Package dimensions LxWxH mm 1355x795x350
Packaged weight kg 43
Stacking height units 6
Refrigerant control Capillary
Compressor type. model Scroll
Fan type & quantity Axial x 1
Fan speeds H/L RPM 830
Air flow H/L m3/hr 5500
Sound power level® H/L dB(A) 71
Sound pressure level® H/L dB(A) 61
| Dimensions WxHxD mm 990x965x345
8 Weight kg 84.5
E Package dimensions LxWxH mm 1120x435x1100
8 Packaged weight kg 94.5
Stacking height units 2
Refrigerant type R410A
Refrigerant charge (standard connecting tubing length) kg(5m) 2.6
Additional charge per 1 meter gr/1m 40
Liquid line In.(mm) 3/8"(99.52)
Connections between units Suction .Iine In.(mm) 3/4"(019)
Max.tubing length m. 30
Max.height difference m. 20

Operation control type

Wired remote control
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Airwell

Product specification

Model Indoor Unit

AWSI-FCF036-N11

Model Outdoor Unit

AWAU-YOF036-H11

Installation Method of Pipe Flared
Characteristics Units Cooling Heating
Rated Capacity kw 9,4 11,2
Input power kW 3,88 3,97
EER/Energy Label wiw 242 E 282/D
Power supply V/Ph/Hz 220~240-1-50
Circuit breaker rating A 30
Fan type & quantity Centrifugal fan x3
Fan speeds H/M/L RPM 1370/1300/1225
Air flow @ H/M/L m3/hr 1750/1400/1250
External static pressure Min-Max Pa /
Sound power level ) H/MIL dB(A) 64
% Sound pressure level® H/M/L dB(A) 54/49/45
8 Moisture removal I/hr 2,9
Z | Condensate drain tube I.D mm oD®25
Dimensions WxHxD mm 1285x235x675
Weight kg 29
Package dimensions LxWxH mm 1360x755x313
Packaged weight kg 36
Stacking height units 6
Refrigerant control Capillary
Compressor type. model Scroll
Fan type & quantity Axial x 1
Fan speeds H/L RPM 830
Air flow H/L m3/hr 5500
Sound power level® H/L dB(A) 71
Sound pressure level® H/L dB(A) 61
| Dimensions WxHxD mm 990x965x345
8 Weight kg 84.5
E Package dimensions LxWxH mm 1120x435x1100
8 Packaged weight kg 94.5
Stacking height units 2
Refrigerant type R410A
Refrigerant charge (standard connecting tubing length) kg(5m) 2.6
Additional charge per 1 meter gr/1m 40
Liquid line In.(mm) 3/8"(99.52)
Connections between units Suction .Iine In.(mm) 3/4"(019)
Max.tubing length m. 30
Max.height difference m. 20

Operation control type

Remote control

General Information
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Product specification

A irwell

Model Indoor Unit

AWSI-CBF036-N11

Model Outdoor Unit

AWAU-YOF036-H13

Installation Method of Pipe Flared
Characteristics Units Cooling Heating
Rated Capacity kW 10 11
Input power kW 3,97 3,57
EER/Energy Label wiw 252/E 3,08/D
Power supply V/Ph/Hz 380~415-3-50
Circuit breaker rating A 0
Fan type & quantity Centrifugal fan x1
Fan speeds H/M/L RPM 690/610/540
Air flow @ H/M/L m3/hr 1800/1600/1400
External static pressure Min-Max Pa /
Sound power level ) H/MIL dB(A) 61
Sound pressure level® H/M/L dB(A) 51/47/43
Moisture removal Ilhr 2,9
% Condensate drain tube I.D mm OoD®32
8 Dimensions WxHxD mm 840x245x840
Z | Weight kg 25
Package dimensions LXWxH mm 900x900x265
Packaged weight kg 28.5
Frame outline dimensions WxHxD mm 950x55x950
Frame Weight kg 5
Frame package dimensions LXWxH mm 1035x1035x90
Frame Packaged weight kg 8
Stacking height units 7
Refrigerant control Capillary
Compressor type. model Scroll
Fan type & quantity Axial x 1
Fan speeds H/L RPM 830
Air flow H/L m3/hr 5500
Sound power level® H/L dB(A) 71
Sound pressure level® H/L dB(A) 61
| Dimensions WxHxXD mm 990x965x345
8 Weight kg 81
E Package dimensions LXWxH mm 1120x435x1100
8 Packaged weight kg 92
Stacking height units 2
Refrigerant type R410A
Refrigerant charge (standard connecting tubing length) kg(5m) 2.4
Additional charge per 1 meter gr/1m 40
Liquid line In.(mm) 3/8"(99.52)
. . Suction line In.(mm) 3/4"($19)
Connections between units -
Max.tubing length m. 30
Max.height difference m. 20

Operation control type

Remote control
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Airwell

Product specification

Model Indoor Unit

AWSI-DBF036-N11

Model Outdoor Unit

AWAU-YOF036-H13

Installation Method of Pipe Flared
Characteristics Units Cooling Heating
Rated Capacity kw 104 11.2
Input power kW 4.06 3.40
EER/Energy Label wiw 256/ E 3.29/C
Power supply V/Ph/Hz 380~415-3-50
Circuit breaker rating A 20
Fan type & quantity Centrifugal fan x2
Fan speeds H/M/L RPM 1070/790/710
Air flow @ H/M/L m3/hr 2270/1890/1650
External static pressure Min-Max Pa 50(0~80)
Sound power level ) H/MIL dB(A) 59
% Sound pressure level® H/M/L dB(A) 49/43/40
8 Moisture removal I/hr 2,9
Z | Condensate drain tube I.D mm oD®25
Dimensions WxHxD mm 1140x270x775
Weight kg 36
Package dimensions LxWxH mm 1355x795x350
Packaged weight kg 43
Stacking height units 6
Refrigerant control Capillary
Compressor type. model Scroll
Fan type & quantity Axial x 1
Fan speeds H/L RPM 830
Air flow H/L m3/hr 5500
Sound power level® H/L dB(A) 71
Sound pressure level® H/L dB(A) 61
| Dimensions WxHxD mm 990x965x345
8 Weight kg 81
E Package dimensions LxWxH mm 1120x435x1100
8 Packaged weight kg 92
Stacking height units 2
Refrigerant type R410A
Refrigerant charge (standard connecting tubing length) kg(5m) 2.4
Additional charge per 1 meter gr/1m 40
Liquid line In.(mm) 3/8"(99.52)
Connections between units Suction .Iine In.(mm) 3/4"(019)
Max.tubing length m. 30
Max.height difference m. 20

Operation control type

Wired remote control

General Information
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Product specification

A irwell

Model Indoor Unit

AWSI-FCF036-N11

Model Outdoor Unit

AWAU-YOF036-H13

Installation Method of Pipe Flared
Characteristics Units Cooling Heating
Rated Capacity kw 9,8 10,6
Input power kW 3,74 3,58
EER/Energy Label wiw 2,62/D 296/D
Power supply V/Ph/Hz 380~415-3-50
Circuit breaker rating A 20
Fan type & quantity Centrifugal fan x3
Fan speeds H/M/L RPM 1370/1300/1225
Air flow @ H/M/L m3/hr 1750/1400/1250
External static pressure Min-Max Pa /
Sound power level ) H/MIL dB(A) 64
% Sound pressure level® H/M/L dB(A) 54/49/45
8 Moisture removal I/hr 2,9
Z | Condensate drain tube I.D mm oD®25
Dimensions WxHxD mm 1285x235x675
Weight kg 29
Package dimensions LxWxH mm 1360x755x313
Packaged weight kg 36
Stacking height units 6
Refrigerant control Capillary
Compressor type. model Scroll
Fan type & quantity Axial x 1
Fan speeds H/L RPM 830
Air flow H/L m3/hr 5500
Sound power level® H/L dB(A) 71
Sound pressure level® H/L dB(A) 61
| Dimensions WxHxD mm 990x965x345
8 Weight kg 81
E Package dimensions LxWxH mm 1120x435x1100
8 Packaged weight kg 92
Stacking height units 2
Refrigerant type R410A
Refrigerant charge (standard connecting tubing length) kg(5m) 2.4
Additional charge per 1 meter gr/1m 40
Liquid line In.(mm) 3/8"(99.52)
Connections between units Suction .Iine In.(mm) 3/4"(019)
Max.tubing length m. 30
Max.height difference m. 20

Operation control type

Remote control
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Airwell

Product specification

Model Indoor Unit

AWSI-CBF048-N11

Model Outdoor Unit

AWAU-YOF048-H13

Installation Method of Pipe Flared
Characteristics Units Cooling Heating
Rated Capacity kW 12,8 13,6
Input power kW 4,77 4,65
EER/Energy Label wiw 2,68/D 292/D
Power supply V/Ph/Hz 380~415-3-50
Circuit breaker rating A 0
Fan type & quantity Centrifugal fan x1
Fan speeds H/M/L RPM 780/630/550
Air flow @ H/M/L m3/hr 1900/1600/1400
External static pressure Min-Max Pa /
Sound power level ) H/MIL dB(A) 64
Sound pressure level® H/M/L dB(A) 54/49/46
Moisture removal I/hr 43
% Condensate drain tube I.D mm OoD®32
8 Dimensions WxHxD mm 840x245x840
Z | Weight kg 26,5
Package dimensions LXWxH mm 900x900x265
Packaged weight kg 30.2
Frame outline dimensions WxHxD mm 950x55x950
Frame Weight kg 5
Frame package dimensions LXWxH mm 1035x1035x90
Frame Packaged weight kg 8
Stacking height units 6
Refrigerant control Capillary
Compressor type. model Scroll
Fan type & quantity Axial x 2
Fan speeds H/L RPM 880
Air flow H/L m3/hr 7200
Sound power level® H/L dB(A) 72
Sound pressure level® H/L dB(A) 62
| Dimensions WxHxXD mm 938x1369x392
8 Weight kg 110
E Package dimensions LXWxH mm 1095x495x1505
8 Packaged weight kg 124
Stacking height units 2
Refrigerant type R410A
Refrigerant charge (standard connecting tubing length) kg(5m) 3.3
Additional charge per 1 meter gr/1m 40
Liquid line In.(mm) 3/8"(99.52)
. . Suction line In.(mm) 3/4"($19)
Connections between units -
Max.tubing length m. 50
Max.height difference m. 25

Operation control type

Remote control

General Information
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Product specification

A irwell

Model Indoor Unit

AWSI-DBF048-N11

Model Outdoor Unit

AWAU-YOF048-H13

Installation Method of Pipe Flared
Characteristics Units Cooling Heating
Rated Capacity kw 14.0 15.6
Input power kW 4.96 4.31
EER/Energy Label wiw 2.82/C 3.62/A
Power supply V/Ph/Hz 380~415-3-50
Circuit breaker rating A 16+20
Fan type & quantity Centrifugal fan x3
Fan speeds H/M/L RPM 1000/880/750
Air flow @ H/M/L m3/hr 2500/2100/1700
External static pressure Min-Max Pa 70(0~100)
Sound power level ) H/MIL dB(A) 59
% Sound pressure level® H/M/L dB(A) 49/45/40
8 Moisture removal I/hr 4,3
Z | Condensate drain tube I.D mm oD®25
Dimensions WxHxD mm 1200x300x865
Weight kg 45
Package dimensions LxWxH mm 1385x920x373
Packaged weight kg 53
Stacking height units 6
Refrigerant control Capillary
Compressor type. model Scroll
Fan type & quantity Axial x 2
Fan speeds H/L RPM 880
Air flow H/L m3/hr 7200
Sound power level® H/L dB(A) 72
Sound pressure level® H/L dB(A) 62
| Dimensions WxHxD mm 938x1369x392
8 Weight kg 110
E Package dimensions LxWxH mm 1095x495x1505
8 Packaged weight kg 124
Stacking height units 2
Refrigerant type R410A
Refrigerant charge (standard connecting tubing length) kg(5m) 3.3
Additional charge per 1 meter gr/1m 40
Liquid line In.(mm) 3/8"(99.52)
Connections between units Suction .Iine In.(mm) 3/4"(019)
Max.tubing length m. 50
Max.height difference m. 25

Operation control type

Wired remote control
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Airwell

Product specification

Model Indoor Unit

AWSI-FCF048-N11

Model Outdoor Unit

AWAU-YOF048-H13

Installation Method of Pipe Flared
Characteristics Units Cooling Heating
Rated Capacity kw 12,8 14,2
Input power kW 4,7 4,89
EER/Energy Label wiw 2,72/D 290/D
Power supply V/Ph/Hz 380~415-3-50
Circuit breaker rating A 16+20
Fan type & quantity Centrifugal fan x3
Fan speeds H/M/L RPM 1360/1280/1200
Air flow @ H/M/L m3/hr 1950/1800/1650
External static pressure Min-Max Pa /
Sound power level ) H/MIL dB(A) 66
% Sound pressure level® H/M/L dB(A) 56/53/50
8 Moisture removal I/hr 4,3
Z | Condensate drain tube I.D mm oD®25
Dimensions WxHxD mm 1285x235x675
Weight kg 30
Package dimensions LXWxH mm 1360x755x313
Packaged weight kg 35
Stacking height units 6
Refrigerant control Capillary
Compressor type. model Scroll
Fan type & quantity Axial x 2
Fan speeds H/L RPM 880
Air flow H/L m3/hr 7200
Sound power level® H/L dB(A) 72
Sound pressure level® H/L dB(A) 62
| Dimensions WxHxD mm 938x1369x392
8 Weight kg 110
E Package dimensions LxWxH mm 1095x495x1505
8 Packaged weight kg 124
Stacking height units 2
Refrigerant type R410A
Refrigerant charge (standard connecting tubing length) kg(5m) 3.3
Additional charge per 1 meter gr/1m 40
Liquid line In.(mm) 3/8"(99.52)
Connections between units Suction .Iine In.(mm) 3/4"(019)
Max.tubing length m. 50
Max.height difference m. 25

Operation control type

Remote control

General Information
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Product specification

A irwell

Model Indoor Unit

AWSI-CBF060-N11

Model Outdoor Unit

AWAU-YOF060-H13

Installation Method of Pipe Flared
Characteristics Units Cooling Heating
Rated Capacity kW 14 16
Input power kW 5,57 6,1
EER/Energy Label wiw 251/E 262/E
Power supply V/Ph/Hz 380~415-3-50
Circuit breaker rating A 0
Fan type & quantity Centrifugal fan x1
Fan speeds H/M/L RPM 780/630/550
Air flow @ H/M/L m3/hr 2000/1700/1500
External static pressure Min-Max Pa /
Sound power level ) H/MIL dB(A) 65
Sound pressure level® H/M/L dB(A) 55/50/47
Moisture removal Ilhr 5,0
% Condensate drain tube I.D mm OoD®32
8 Dimensions WxHxD mm 840x287x840
Z | Weight kg 28,3
Package dimensions LXWxH mm 900x900x292
Packaged weight kg 32.5
Frame outline dimensions WxHxD mm 950x55x950
Frame Weight kg 5
Frame package dimensions LXWxH mm 1035x1035x90
Frame Packaged weight kg 8
Stacking height units 6
Refrigerant control Capillary
Compressor type. model Scroll
Fan type & quantity Axial x 2
Fan speeds H/L RPM 880
Air flow H/L m3/hr 7500
Sound power level® H/L dB(A) 73
Sound pressure level® H/L dB(A) 63
| Dimensions WxHxXD mm 938x1369x392
8 Weight kg 1111
E Package dimensions LXWxH mm 1095x495x1505
8 Packaged weight kg 1254
Stacking height units 2
Refrigerant type R410A
Refrigerant charge (standard connecting tubing length) kg(5m) 3.5
Additional charge per 1 meter gr/1m 40
Liquid line In.(mm) 3/8"(99.52)
. . Suction line In.(mm) 3/4"($19)
Connections between units -
Max.tubing length m. 50
Max.height difference m. 25

Operation control type

Remote control
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Airwell

Product specification

Model Indoor Unit

AWSI-DBF060-N11

Model Outdoor Unit

AWAU-YOF060-H13

Installation Method of Pipe Flared
Characteristics Units Cooling Heating
Rated Capacity kw 155 17.0
Input power kW 5.93 5.29
EER/Energy Label wiw 261/D 3.21/C
Power supply V/Ph/Hz 380~415-3-50
Circuit breaker rating A 16+20
Fan type & quantity Centrifugal fan x3
Fan speeds H/M/L RPM 1000/880/750
Air flow @ H/M/L m3/hr 2500/2100/1700
External static pressure Min-Max Pa 70(0~100)
Sound power level ) H/MIL dB(A) 59
% Sound pressure level® H/M/L dB(A) 49/45/40
8 Moisture removal I/hr 5,0
Z | Condensate drain tube I.D mm oD®25
Dimensions WxHxD mm 1200x300x865
Weight kg 45
Package dimensions LxWxH mm 1385x920x373
Packaged weight kg 53
Stacking height units 6
Refrigerant control Capillary
Compressor type. model Scroll
Fan type & quantity Axial x 2
Fan speeds H/L RPM 880
Air flow H/L m3/hr 7500
Sound power level® H/L dB(A) 73
Sound pressure level® H/L dB(A) 63
| Dimensions WxHxD mm 938x1369x392
8 Weight kg 1111
E Package dimensions LxWxH mm 1095x495x1505
8 Packaged weight kg 125.4
Stacking height units 2
Refrigerant type R410A
Refrigerant charge (standard connecting tubing length) kg(5m) 35
Additional charge per 1 meter gr/1m 40
Liquid line In.(mm) 3/8"(99.52)
Connections between units Suction .Iine In.(mm) 3/4"(019)
Max.tubing length m. 50
Max.height difference m. 25

Operation control type

Remote control

General Information
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Product specification

A irwell

Model Indoor Unit AWSI-FCF060-N11
Model Outdoor Unit AWAU-YOF060-H13
Installation Method of Pipe Flared
Characteristics Units Cooling Heating
Rated Capacity kw 15,6 17.0
Input power kW 5,51 5,52
EER/Energy Label wiw 283/C 3,08/ D
Power supply V/Ph/Hz 380~415-3-50
Circuit breaker rating A 16+20
Fan type & quantity Centrifugal fan x4
Fan speeds H/M/L RPM 1320/1200/1120
Air flow @ H/M/L m3/hr 2300/1900/1700
External static pressure Min-Max Pa /
Sound power level @ H/MIL dB(A) 67
% Sound pressure level® H/M/L dB(A) 57/54/51
8 Moisture removal I/hr 5.0
Z | Condensate drain tube I.D mm OD®25
Dimensions | WxHxD mm 1650x235x675
Weight kg 40
Package dimensions | LXWxH mm 1725x755%x313
Packaged weight kg 46
Stacking height units 6
Refrigerant control Capillary
Compressor type. model Scroll
Fan type & quantity Axial x 2
Fan speeds H/L RPM 880
Air flow H/L m3/hr 7500
Sound power level® H/L dB(A) 73
Sound pressure level® H/L dB(A) 63
| Dimensions WxHxD mm 938x1369x392
8 Weight kg 1111
E Package dimensions LxWxH mm 1095x495x1505
8 Packaged weight kg 125.4
Stacking height units 2
Refrigerant type R410A
Refrigerant charge (standard connecting tubing length) kg(5m) 3.5
Additional charge per 1 meter gr/1m 40
Liquid line In.(mm) 3/8"($9.52)
Connections between units Suction .Iine In.(mm) 3/4"(019)
Max.tubing length m. 50
Max.height difference m. 25
Operation control type Remote control
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AirL‘Iea Features

4. Features
4.1 High quality coils:

The coil is constructed of advanced inner grooved copper tube and aluminum fins.

VNN

4.2 Anti-rust, 500 hours salt spray test.

4.3 Low operation sound level: Well-known stable and quiet running fan motor.
4.4 Well-known compressor.

4.5 Compact design: Smaller dimension and larger stuffing capacity.

4.6 Universal outdoor unit design.

4.7 Optional air outlet grille: plastic type and wire type.

Wire type Plastic type Plastic type
4.8 Optional low temperature cooling module.

4.9 R410A environment friendly refrigerant.

General Information 27
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A’lf ‘Uea Four-way Cassette Type (Compact)
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Features Air“ld

1. Features
1.1 New panel
» 360°surrounding air outlet design, affords comfortable feeling

1.2 Compact design

» The body size is 570%x260x570mm, it's just smaller than the ceiling board, so it's very easy for
installation and will not damage the decoration. The panel size is 647x50x647mm.
» The hooks are designed in the four corners of the body, which can save installation space.

1.3 Electric control box built-in design

» The E-box is simply and safely built inside the indoor unit. It's convenient for installation and
maintenance. Can check the control part easily, you only need to open the air return grille.

1.4 Air passage function

> Reserves the space for air outlet from the side of indoor unit; It's availed to connect air duct
from the two sides to the nearby small rooms.

Air duct hole
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A’zrule![ Dimensions

2. Dimensions
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Service Space A’ll‘ Lue![

3. Service Space
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Airwell

Wiring Diagrams

4. Wiring Diagrams
AWSI-CBF012-N11 AWSI-CBF018-N11

2020424A2489

TO RCW8 (OPT | ONAL)

WIRING DIAGRAM

_____ 1

XP2
Xs2
CODE PART NAME
[on14] fonif L_ovio |/ owo] CAP1 INDOOR FAN GAPAGITOR
oN1-33,P1-8| P.C BOARD SOCKETS
TRANS POWER TRANSFORMER
- MAIN BOARD FANT INDOOR FAN MOTOR
 —
5 | . K3 WATER_LEVEL SWITCH
P3 P2 [ SWING MOTOR
[Tons ] P [os] [o > s
BROWN_ 1218 |IE RAT ROOM AIR THERMISTOR
XP6 —_l il i | =
e [~} [aa) o
—] » IoT INDOOR COIL_ THERMISTOR
- o o—RED XP1-7 CONNECTORS
w = —
a2 B ElR T X517 CONNECTORS
<l = @ |5
(3 XT1 3-POLE TERMINAL BLOCK
TRANS o8 GONNECT P. G BOARD
) NOTE: ===~
XT1 The wiring diagram

is for explanation
purpose only. The
actual shape of the
components may be
different.

Indoor Units
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Air Velocity and Temperature Distributions(Reference Data)

5. Air Velocity and Temperature Distributions(Reference Data)

Airflow velocity

c./m
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Temperature
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4
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AU U’ea Electric Characteristics

6. Electric Characteristics

Indoor Units Power Supply
Model -
Hz Voltage Min. Max. MFA
AWSI-CBF012-N11 50 220-240 198 254 16
AWSI-CBF018-N11 50 220-240 198 254 16
Note :
MFA: Max. Fuse Amps. (A)
7. Sound Levels
1. 4m
Microphone

. Noise level dB(A)
Model Noise Power dB(A)
H M L
AWSI-CBF012-N11 56 46 43 40
AWSI-CBF018-N11 56 46 43 40
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Accessories

A irwell

8. Accessories

Name Quantity
Installation Fittings Installation paper board 1
Tubing & Fittings Soundproof / insulation sheath 1
Out-let pipe sheath 1
Out-let pipe clas 1
Drainpipe Fittings PP P
Drain joint 1
Seal ring 1
Remote controller & Its Frame 1
Remote controller & Its
Frame(The product you Remote controller holder 1
have might not be
provided the following . S
accessories) Mounting screw(ST2.9x10-C-H) 2
Remote controller manual 1
Alkaline dry batteries (AM4) 2
Owner's manual 1
Others
Installation manual 1
Installation accessory Expansible hook 4
(The product you have
might not be provided the | |stallation hook 4
following accessories —
Orifice 1
9. The Specification of Power
Model AWSI-CBF012-N11
AWSI-CBF018-N11
Phase 1-phase
Indoor Unit Frequency and Voltage 220-240V, 50Hz
Power Power Wiring(mm?) 3x1.5
Circuit Breaker/Fuse (A) 20/16
Phase
Outdoor Unit Frequency and Voltage
Power Power Wiring(mm?)
Circuit Breaker/Fuse (A)
. - . 2 2-core shield wire
Indoor/Outdoor Connecting Wiring(Weak Electric Signal) (mm?) 2%0.75/2%0 5
Indoor/Outdoor Connecting Wiring(Strong Electric Signal) (mm?) 2x1.0
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10. Field Wiring
AWSI-CBF012-N11 AWSI-CBF018-N11

Air Condition Link-Circuit

Four-way Cassette Type (Compact)

(N) INDOOR UNIT

@@N13@m5

purpose only. The
actual shape of the
components may be
different

— POWER:
3-core cable
—3X 1.5 mm? for 12K/18K
2-core cable
2X0.5mm?2/2X0.75mm?
0 I
ﬁ) L
E <] [l |1 2x1.0mm?2
2 [&]
Xi="| rma
o=_[Z1 — 3-core cable NOTE: ~w---t
o A 3X1.5mm2 for 12K/18K The wiring diagram
o 4D is for explanation
 — L
)
@]
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Exploded View and Spare Part list A’U‘ u’ea

11. Exploded View and Spare Part list
Exploded View of indoor unit: AWSI-CBF012-N11
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Airwell

Four-way Cassette Type (Compact)

Spare part list of indoor unit: AWSI-CBF012-N11

No. Part Qty BOM Code No. Part Name Qty BOM Code
1 Panel 1 2011099A2582 17 Fan motor fixing base 1 201280490338
1.1 | Display box assembly | 1 | 2033424A0091 | 19 E(‘)’:f dorator fixing |\ 1 | 201280490337
1.2 | Horizontal louver 4 | 201109991797 | 20 |Dran PUMB 19 | 201180490049
installation base
1.3 | Airfilter 1 | P0000453127 | 21 S;ﬁ’:l against block | 4 | 541180490041
1.4 Louver motor 1 202400280001 22 Drain pump 1 202400600005
2 Water collector 1 202280490006 23 Drain pipe 1 202742390002
3 Wire box 1 201180490047 24 Drain connecting pipe 1 201101030002
4 | Evaporatorassembly | 1 | 201542390001 | 25 | Cover of electronic |, | 541580490491
control box
41 | Evaporator 1 | 201542300002 | 26 | Electronic control box |\ 4 | 543345490041
assembly
4.2 Copper nut 1 201600320002 26.1 | Electronic control box 1 201180490043
. Main control board
4.3 Output pipe assembly 1 201642390004 26.2 assembly 1 201342490036
4.4 Input pipe assembly 1 201642390001 26.4 | Transformer 1 202300900205
4.4.1 | Copper nut 1 201600320000 26.5 | Insulation plate 1 201280490471
45 |Ppe  temperature | 4 | 5050501300445 | 266 | NStAllation base of |, | 5419580490044
sensor assembly terminal
5 Eg’gfdoramr 1 | 201280490336 | 26.7 | Wire joint 1 | 202301450125
6 Base foam assembly 1 202280490005 26.7 | Wire joint 1 202301450121
7 Chassis assembly 1 201242390003 26.8 | Clip 3 201180490045
8 Hook Il 1 201280490483 26.9 | Relay 1 202300800071
9 Hook | 1 201280490482 27 Capacitor box 1 201280490335
10 | Hook IV 1 | 201280490485 | 29 |Ambient temperature | ;| 555341310075
sensor assembly
11 Hook Il 1 201280490484 30 Rubber guard bush 1 202780490007
12 | Plpe fixing 1 | 201142390001 | 31 | Remote controller 1 | 203355091552
assembly
14 Ventilation ring 1 201142390003 32 Fan motor capacitor 1 202401190047
15 | Centrifugal fan 1 | 201100100804 | 34 |Water level sensor | ., | ;45341310051
assembly
16 Asynchronous motor 1 202400400195

Indoor Units
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Exploded View and Spare Part list

Exploded View of indoor unit: AWSI-CBF018-N11

40

Indoor Units



A irwell

Spare part list of indoor unit: AWSI-CBF018-N11

No. Part Name Qt BOM Code No. Part Name Qt BOM Code
1 Panel 1 2011099A2582 17 Fan motor fixing base 1 201280490338
1.1 Display box assembly 1 2033424A0091 19 Evaporator fixing board | 1 201280490337
1.2 | Horizontal louver 4 | 201109991797 | 20 E;Z‘g‘ pump installation | 541180490049
1.3 | Airfilter 1 | P0000453127 | 21 Se“tard againstblock up |4 | 541180490041
1.4 Louver motor 1 202400280001